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Abstract of JP2001 03651 7 

PROBLEM TO BE SOLVED: To provide a 
system to limit access to contents of transmission 
program such as television program. SOLUTION: 
A transmitter or a head end server is used by a 
service provider to transmit encrypted 
programming contents to one or a plurality of 
customers. A program identifier (p) used to 
identify a program is transmitted to the customers 
together with programming contents. Each 
customer uses a set-top terminal or an 
interpretation key to provide a limited access to 
transmission multimedia information as other 
device. The set-top terminal 400 or the like 
receives entitlement information corresponding to 
a package of one or a plurality of programs that 
can normally be received for a period from a 
head end. 
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(B) :^^^< locOVX^-^-^jgftl.Xx-yT 
•r-g. ^ 1 J; Off^crn^^^ A^-&Mi,^|. ^ 1 J; D 

(D ) iffiaBi^'fbt^cTo:?'-7A&frfErn^'7i=.iD3iJ 
Miarn^'-^Atisij^^oi^jEf i.f-y h»cif^'5T. t? 

IB7°n^''7A|iJ?lJ^iD n f>y bcOSE^iimtC|f)ieyN 

iimm ] ( E ) luisxy Ki-tftij; mtzm 
[it*iM4 ] iifiicx y f i V !\ A y h wmm. mm 

xy Hjl— >f(,:;J; *)mz7ri y yl.a)^z ••/ I-(cSo < 

[|f*]B 5 ] tulBxy H^-if (i. IB'lt^ix/iHfrlBx 
yf^ V)V^yvmmt^^m%irx}^yj^^~i%tt: 

[ mm 6 ] tuiE7°n j^mmimtmmtru 

^yM.!nWMttUz4 y9-')~y'^ixh:itim. 
±t-}Sff stLi. ; t t t-i>fMii 1 tmmm. 

[If aSiIS ] HiSciOxy K^-- tf- trn^-^A JMfi 
(A) 7°n^-^A|iSiJi^&:&-r^7°n^''^A&. HfrlBT 

■yTt, 

{ B ) [ii-f-'fbL/'c7°n^'7Ai5J;WfriaTn^''^i.iiMiJ 

^ ^miBxy K^-if t^Mfi-r-sxT >y r t ^*-r «. Z. 

0. 



laTn^^'^Aiisij^on f'>y ^^o^a^^^m^^l^rfa^^ 

[ft^ll 10] ( C ) mfiaxy H^-- tf- 1 j; 19 ft/ST 
n^''^Aco-fe -y btiS-s'v^Ttfiiaxy F:i-— If' tixy^J' 
^ >- b'[fffi^tSf*t-|>XT -y § ^ tW^I. ^ 

mt<.mi 1 ] miaxy^^ ^;^^y bWaai. m 
laxyF^-ifHj; '9#;^e7°n^'^i^«-fe y htl»^< 

^~^v^)~(D-mi^t^ztmmh^mimi oib 
[ it*]i 1 2 ] friax y K^-- fii . f ae s tiz-^iuia 

X y ^ ^ h y 1- if |g/j^ 4 t?IB7°n 5 A ^ - ^ # |> 

{mm 1 3 ] miru^yj^mmmtm^itr 

ny-yM.ff^mtttij{z4y^-')-y'^fihzbim 

mm. 1 4 ] fiia7°n^-7i.iisij^ii. 
±t-}ifi ^tihzbmmhtt mm s lais^o^ 

a. 

>^tMJ[E-ri.To77i.&1^iOxy H^-if tcMfit- 

(A) MIExy Fi-HftJ; y)%tz7°n^yA(7)Az^y h 
(cS-r^i^TfriaxyK^-^ftxy^^ h}V^yhWm 
&^^I.XT>yrt. 

(B) rni5''7Aiisij^£*-r4rn^'-7A&, irfar 
o'< vxiJ'-=3r-tcyN >y i^^mmmmmm^-ti ^ 
■yrt. 

{ C ) m^it^tifzrn^yJ^t t it^tulBrn^^A 
i^S'J^ ^frlBxy K^-TtciUfi-r-SXr -y Tt t § 

tulBxy F^-Hf *imiaTn^7 A«jES:i--HfC^tL 
(f, |irlBxyKjL-Hf{4fE'lt$fLfcxy^^ b;Myb 

fflfg*^f.ifria7°p^ 7 A=^-^ff !> i t mmti-iu 

m. 

mm.! 6 ] miir^yyj^msmintL^y f^^a, 
Miarn^'^Ai^sij^iOMjs-ri. f-y hmizm-yx. m 

lETn ^' 7 i^liS'J^ to n t' >y h C^fSa^tL^fLt: MIE^ > 

-y y^rmi!^) 1 -^^^iiffl^ix-g. ; t imt-tmm, 

1 5fatt(7)^r^£, 

[ft^ill 7] inaxy^^f h;k;>{yFffifga4, M 
fBxyKj.-ift3j: '9#3tTn^''7AiO-b>y M3So'< 

^~yu~co-m^^tsztiwmti-mmA sia 
[ft^il 1 8 ] ffliaxy K^-- tf ii. f&isti/-^mia 
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[ iMH 1 9 ] luiaro ^- y M^mmumm^itr 

( A ) IfflBTo^-^Ai^rnA-^ ^'~i^^^mmWM:bm 

( B ) rni^yj^^-X'^^t^fifzvsn^tr^i^yJ^ 

( c ) mnir^^^'yj^mm'fmmM^-'y u-coibh 

§ ^1/^ Jijlu IB7°n / 5 A ^ - S: # § •/ T fc . 
( D ) mmr^yyJ^^-^m^'^xmim^itr^^'y 

[m^m22] wMrn^yM.mm^iin\L-yhP^ 

-7 U -^i^^S^lS Z t mWLbi-im^2 1 IBK 

com. 

m^m2 3 ] Bf-^^k$ii/srn^-7 A^rrJ- ¥t 

(A) l?iS7°P^'^A£7)7°nA-f ^■-j&^ib. 

hx^yrt. 

( B ) TP^'-^A^^f-T-Hf^'fb^^l^cBi^^bTn^'^A 
}iru^-yl.mW\Ti Sff -f - S X T 'y 7° t . 

{ C ) IffiBTP^-^ AliSiJ^ WSW -^^ U fltS-S^-^T 15 

~<mmtd-zmi)-i^mirui^yj^^~mhXT 

yrh. 

( D ) mt^rrt-fyj^^-^m^^xmm^itrnify 

[m^m2 4 ] lulBTn^7Ai6J3lJ-f {±n t'.y h*^^, 

Mia^r9l^-(i;mlB^-7 U -(DUKji r l^zmfh fpm 
7 - K mm b . » ^ 'y ^ ^ MStimf a^r^S^- ( I n 



[i*^iM2 5 ] xy K^— !fX(7)r^-fex&MRSt-|. 

(A) vx^-^-fcayb°^-^fI^fc ^)^tg3-K 

&iBii^i>^^y-t. 

( B ) mia ^ ^ y - ^zmi¥m^z-j ^ ^ r n ^r .y -9- 1 
^^rL. >Ic7)7°n-fe-y-9-*\ 

( a ) -f ijfi^i-t-srn^^^AiiS'J^&ttriBTn 

(b) ^-^< 10(^^X^-df-SrS*^. 

( c ) iffBrn^'7AiDSiJW>'^-^Ufitc»o%^Tir 
favx3'-^-tc^-=5r< 1 1 lo^O^^-y i-iPC^^Sffl 
-ri> ; t j; D 7°ni/7A^-Srfflv^TtulBrn^''5A 

( d ) mirT3^^'yM,m^\^b t h^zm^^trn^yA 
^ mrlBxy Fi-if tiiMft^S J; ^ mmt^ 

[ ilSiI 2 6] X y K JL-Hf' - t-^-r § 7 ^ ^: X 
Pfi $ il/-^ 7° P 7 A ^ i* jl-ri> ^ -X X A f J5 T . 

(A) vx^-:5f-*3j;Vayh°i-^M;=*KD^tg3 

( B ) mi^^'J-l,zmi¥±-^^j:ti^'ofzr^-<2 y^-b 
frlB7°n^r"/^f-i±. 

( a ) HiriE7°n/7A^SIJ^£7)f'>y him^tl^'tlCO^^ 
^i-U -fitcS-lJ'V VX ^ - ^ -y ^ a MIt & H 
Wt^jiM ^tt:J;'5T#^5iXl.7°P^'7Adr-& 

ffli^T. rn^^yj^mm^-tmr^i^yj^isi^ 

{ b ) Miaxy K^-- r-tim-t'ftS^D^igrn^^A 

iyfifarp^-^Aiisiji^&iifm. i a t^iis-ri. 

[if*ll2 7 ] mmt^tifzr^^yAira- 

(A) -^xi^-^-mx/ayt:^ jL-fm^M'O^m^ 

( B ) pfE^q^y-t:|6{lH±o^*i'5/-c7°p^-y-9--t 
^^■L. MiaTP-fe-y-if-Ji. 

(a) ifiam^t^i'^Tff^^^ll.TP^-^AiO^r'y 

^^rni/yj^cornJU y-h-i^^mi. 

(b) Tni5''7A=3r-t3i')TBi-t'fk§>fl5taff-'ft7°0 

^'■'^A. fci;tK7°p^'-^A|iSiJ^^gftL. 
( c ) fifBTp^-7AiiSTOj;t/mlB=^— yy-c^lB 

It $ tL/iifrf agi5^^5!j^ friern ^- 5 A ^ - & f#T . 

( d ) ifiaTn^''7A^-2rffll^TlulBBi-^'ft7°Pi?'7 

A^p^-ri, J; 0 mf^-tt z b mmbi-i i^x^ 

A„ 

[it*il2 8] ^ye^-^-il^EO^fgn-K^ 
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(b) 'yts:<Xi,—0(^^7.9-^-^m.^. 

{ c ) mtiruy'yM.m7s^\Tffv\Ai-']~mzm-3v'.x 

mmm $ titz > t ^ - ^ mm ^nm^x-h ^ 
X. m^y\fj.-mm'o^mmmi¥mz^ 

( a ) m9mmizi'oXn^ii^rn^yJ^(7)'t^y Viz 
^Igrn^'-^AcornyN'^ ^-3&-^>^fiL. ( b ) rn 

( c ) mmr^j^-yM^mmtiXimm^-yo-com 

[00 0 1] 

^^-fHm^i^T^-bxmmtii^x^MzmL. miz. 
rn^^'yj.mmt^(7)izm^mm^~m^fzib 

iz^ Mimiifzj^y^'^ hn^yhwmtpiiz. ^-vh 

i:m^xmM$tifzru / y i^immth ^-xta tcw 

[0 0 0 2] 

^'■^ s y^-^^cDMA^'mx h izm\ T^fVa 

li^i^ A □ i^^a ^ ii^ S it ^ ^ y ^^;ut-7°n ^ A 

r~ii)^mth^ti±ttttmmz^^->x\.^i . 

mm^zmm^il ^ ^ ^° -y i^'OP^f|{±-Mt: v-^x ^ 

y^«T-*l> o fX7°n7s;^ r~i±m^^j: 

[0003] -9--h'XTny\M r-{±3l^. Kx 

y K J t if ^1 !> }Mm^*^ ^ mj[(7^WM^ frUlii^^a 

rvi^-y^y9'(^)-m(^mzmmhh. mui. ^ 



^^mm(n^ d ^^mw^^mmzx-^xntK^AT 

mcOTf-lzT'a^yAcoTi'-^X^mm-tlfMz^ ^- 

t'x7°ny r-nmnmmrn ^''yI^^:m^■it l , m 
s -f/L ( s TT ) itmti . zcoxo ^j:umx. -t 

ru9'yK^^^\tfh. Z.m^V>if£\z% 

[ooo4]-fe-yhh ^yr-^-^^Mzim^iifdm 
>mm\Mm.<^%w^mm/Hz-thfz'>h. ^^vv -v 

i.^^^lt^^v -it-mzmmt-cm <9yj ^- 
Vi^x-^yYX'hh. tfz. -tdf j.r^^yHi»^s 
^-^wch h^hff^<. m.-^nmmz^ - & u 7°o 

'fyl.'th Z k ifiX'^ h . m^^^ vhVyr9~^i- 

iicn^^ J. tj>< t y ^ mm^fix i ^ s so 

T\ tm^fih^-ffywmmLxLtw -^--fxr 

3 o ^mfii^il^JllSBtc-f-b->!>rpAW^--;5i7-p- 

K^^Xb-rSrp^'7A£0^{±M^. 2 07T<7)^-r 
[000 5] V V 'v r 9 - 5 -h'l \± , iJ-- b" 

.X7P/v-f y-im^ti>ruyyi.0)^>s-vy~i;'[z 
nmh t" 7 hxy h y -i^th t" >y b 7 X ^' 

fi*f $>ix{f , -b -y h h ^yr9~^^MZtm^flh f 
•ybK^b;K:fc(tl>b-'y hxyNU-iJ rij t^^^.y 

^X(^)rviyyM±--^ir)iy~xmmt^Kh . ru^' 
yJ^i:^iilt. -fev bb-7 7°^-S^;W±. K'>yh^ 
^ hMzT^-txL^ MJtbt-S f -y hxy h U -ii^-t -y 
h^tiXv^ht^t' d^^rfmtl . iLt">y hxybU 

-*i-b'y h§^lTV^ilH\ -t 'y h h 'yT^- S -h/Hi^ 
O0fE1i§ tL/iHf ^ts^ ffl^ 7°P^- 7 A & , 
[0006] fflf^±{±#yN°-y^-y {^N-'y ^r-y(±-ffi 
t;-0<7)7°P^-7AT-fflj£t-§ ) tMt-OiOf.y bx 

y h U - ^ ^ffi-r-^ >! i: i 0 1" -y h ^ ^ h 

/l-^*? {i:-0£7)ilMl^t3^ < ^^TPiJ^^ A S-jSfit- 

syxxAt:ioUT^fflWT1i^v\ S/s. ^coia^ 
yxTAt;fc(ti>r^^rx$ij«b.y hMzaif 
6:3^yhu~izx-)XMmmiz^i^ti. m^-m (cryp 

tographic) Tli^V^o 1^-:.T, Lffi^^^t'^y h a;^/ 
b;P^»§3i;^. ^Ti^f-yb^ rij iz-k-yhi-iz 
t tiK'^ fill , mS-li^XCOm i^'yMzr^^Xt^ 
Zht^X^XLto. 

[0007] tfz. T'O^fyM.i^J'^y'r-'JiiZWf. 



(5) IM2 001-36517 (P2001-36517A) 



fi/ 3 y^-^- S „ -b -y b h -y r ^- 5 

^t-/^->>'i^ig|+t:i^v^T*$);tt&$'JRgL-(: ltd. 

[00 08] ^<D^d^^rui^yi.mm^-itLmii 

■y 7° ^ - S -^;^^^MPI § ^l^^c -fe ^ ^ 7 ^ t U r v s > 
ilO 8/9 1 2 1 8 6 (19 9 7:^8^ 1 5 Htii^) l,Z 

im^iitz rvspaces^^TAj Mfiroi/^sy 

mm^tix\->i. 

[00 09] Vspacei- XrAlciiltr^^vp/ yi^fi. 
7° P 7 A=3r- k p & M V iliiOM t A. .y K X y 

!i. ^^^'-^-Mi7)^46A>ix/--lr-y h(7)^ff^ffl;?^^^? 

■y b h ■yr^-ii-Mi. SftL/STn^-^AiiSiJ^ P 
J; t/'" mtilBII L /ix y ^ ^ b /i-^ y b ffilgco;^*^;?;^ m 
m^-^n^^bPX^^. Vspace^-XxAtt. TOi!^' 

7 .y ^^'^ ^ ffi (:te5Si^-f t ( Tn ^-^-A t 

-'J^:«jmizL^j:i^^ Bf W W 7 ^ -b X Mffll^ :^::iXA 
^mmtl. ^:€5r^., MJ[E-rS^^N°>y^->^ttt:rn 

[00 10] 

■y Kxy K^?--y^'^fflv^T^f-t:■X7°^y^M ^-t' J; o 

X 1 L< iiMAt^Ii^gt^Bf^'ftSfi/irni?''^ 5 

mm^'--^m\ ^xmrn-^jv^y^ t ^ rmmizmm^ ntz 

r^^xm-ihrna^mm^kmi^. -b-ybb-yr^- 
s i-Mmmm mmiz^miz^mxt i> 1 1 l < f± 

to T n / 7 toy ^° 7 - >>■ I, x y ^ ^ f 



;>< y Mffg^'v-y Kxy Yt-^^mtt . 
[00 11] #rni?-'7A{iTn^''^A^-kpSrfflM 
T3ilftiOtfft:^>y Kxy KHf-ys;t i DHf-^-ftSiil. , 

fttJP-tt. -^-y FxyFt;--A'(i-fe.y b h ■yT^'-S 

- 5 -fMltm^Ltz X y ^ ^ b y b ttffi t ft 
fiLitTn^'^AHSiJi^P^fflVK 7°n^-7A&SlfI1- 

h<^i,zm^j:mm.^~mh. ^mmziiux. 

b 'y r^' - 5 -^;w±f a« § tisfi § Kfzmm. ^m\^xm 

f*T-^c7)rn^'"^i.^-kp^ffli^-CBf^{b§ii/-crn 

^^j>.^:mmttztifix'%h. mymi,zio\-^x. ro 

^^7AiiS'Jl^p{±. 7°n^^i:.(7)^(;:^L^y^-<J 

ft &iil>; t//T-#l>. 

[00 12] J£^l7p^7i.-trH2^f^tf/>^/J(I^t1l.wJ-L 

Sk-b / b^Di^ 7i \-k^y) 'iL 'iUi -^X^ 
-V-m(mL<}±f5iV*fJJ 7/ ^/ A A /i,^ Mil 

M^i2imz-t:^j\^yi^^mmnim^^i^biK'^ 
So m-ox. ^^>yi^a.m.m±k\z'y h^u i-v-mi: 

HtOtf}ll(ik-f 'y bA-f:^U-fiIiOWllotll| t LT 

iii-;t>5)iT-#§„ nairm^^^'y'^^mmco 

-y ^^Mic(7)aj^i^*^ t Lxm^th ^ t 

I., 

[ 0 0 1 3 ] f^Jt LT. rn/7AiiSiJ^pi7).^h--y b 

MU\y ^a-mmn^tfziiUi^rm'Mmizmmti ; t 

CiLTn/^A^giJ^pA^mf.y b*^A>^l.c^t-* 

)5(J^ptOMJEt-|> f-y bfit^K-sTTn^'^ AHM^ P 
tOniOf-y bfigm^^'^ltMLTiifflS^ll.^ 

^pCOfttffifv bCOA>f ^IJ-fgiCl^oTVX^-^ 
-tjiffl^iX-^^ W{kX\ m^CO (n-l ) t'-ybfi 

smmt^^pfL. nmfh\L^y v<n^ui-^)\mz%-o 

ffWN -y y^?imoS||t;y> .y i/^pgifcHo t /ifi 
Hi c7)-^mffl§^il> o Tn^^A^-kpCDtfEam 

[ici] 

[00 14] i^0j;3^:y^-y>'AM±, 7U-tO;k- 
b 2 ^ -=3r-m:^iiag§^lT I. ^ l> J; 3 ^ n K/I/A' 



(6) ^2 001-36517 (P2001-36517A) 



xmt^ t ^ . mm<Dm<Dy u~]y^i ( n ) *^ 

H 1 ^ilfflt- 1, i fc t J; *3 7 U - & <! t *^"T'§ 

T (u) {±y-Ku^;^-^fc-rl.-»?-7■■7U-. h|]*>. 

u (u l,...,ur) \,znLX. -f:/7U-T ( u ) ti3 
^tl.M^^^or^^7A/)^-&iJ^^-y>';LMiC& (n- 

[0 0 15] 

0 0 J: a =5:JMft^&Mv -^T f y, 7 n.^ ^-iO^b 
liU<{iffii5[iOlEft^-yby-^l 10&^UT^r■y 

h h -y r 5 -^;P4 0 0 ~4 0 1 S 1 i> t < {± 

L -C ,ft ^) -. .1 ff)^ 7 Kx >- S- 3 0 0 iid 3 (C 

M3i LTTt"^!^ L . -y h h 'y r^'- 5 -^-;l^4 0 0 (± 

Nb'yr^'-5-f;t/{±. mm^~^%\^x^m,^i\sr7 

iv^^'f^T'mk^zr^'^x'mmH-thx-^-fticnw^ 

o -7 h h ■/ 7° ^ - s ;^*^'*^T ^ ^ V 7 h X r 

Tiiv^ ^-yhv-^i 1 0{±f >^'^;k-rx7-^ 

-fX ( D S ST" ) j; a ^rn^--^ 5 y^'rt^^ldft 

•ri.lSi^7"n-Kdf^Xh^-yh7-^. 

tVay^-yhy-^ (CATV) , i^«3S^^-.>y h7 
(PSTN) , 3te:t-yhy-^', I SDN. >f 
'y biO i 0 ^rWiH^^ -y h y-^' t -ri. i t 

[0 0 16] ^:■y^^•yr^-S:^;^'4 0 0{±A.vFX 

y ^■-9--^^-3 0 o>ei^^>xyiS?^ b;i/;^ybffiii?:P^::s: 

wt^gftL, S)i.B#rBMcorBi (Miff. iiAjsii^) w 

(4. J?fSc?)rP:^^7AtO-(r.y b-C'^O. 3^STn^''7A 

(4 1 i L < i±^la<7)y^° ^y v\zmfh z. t ^^^t-^ h . 

Tn^-^Aii. rPfi^'g ycoxty-K^Blftlicoj; d 



t£^^:i-rmzH^fdim5Hruvn}v^w^^x^'y 

Kxy F-9--ys-3 0 0*^^>-fe>y h b -jy^-^^iVA 
0 0 tr'^ yn- -S i fc I. „ 

[0017] 7°n^7A^-fc iWrn^-^ A|iSiff_ 
^3Mft7°n^'7AJ47°n^-7Adf-kp ^Ml^T^-y F 
xy F-9--^^'-3 0 0 liZ^ nXmmt^Kh „ ii^Tn 
yvi.^-]L,\iru7'yUz:i-=~-';ti:h(nhthZ 

ULTJJ. -XW.. B. Schneier, Applied Cryptography (2 

d ed. mi)\z%^m^fix\^h. ^\trxi^'vK(m 

fitjDxT. ^-y ^'xy^'^^-ys;-3 0 0{4-fe>y F F 'y 

T^'- 5 -^;l^4 0 0 n f'y FTn^'^ AflSiJ^ & 
mh,, ^i-Lii, IB'lt$ix/ixy^^ h;ktt#i:J:it 

-b 'y h h -y 7°^- S -j-;p.4 Q 0 J; -^TfflV ^ (^tl. 

[0018] 7°p^"^A^f07°n^"^Aiisi[^tofi|o y| 
xci^^'' I ')J0H M^mi A I j( TWii^m 

^^•c 7^^' 7i ^)jij^p{ji\ii'h.(,-ifiii(cs€§ 

iL/-^ECM 7 ^-/l 1 (^ozLl-iL/^3 2h /Ffi^^Ji 
^AiOim^— r-f -fe >y b h >y7°^-S:^;^ 

4 0 Q\mmfi^m%titdmii--^rxify2^^-yi 

p S: # § ^ t ^^'t- ^ , iOMT-D^- ^€7° n / 7 A ^ Mfi 
■th I 0 tyny yA:^-kp Srfflv i^, t . 

[0019] ^%mffywj:m'mzi.fi\f. ^^imm 

TDiJ''^ A k f -y F £0Tn:/7 A^- k p 
^y^-A^N >y >- J. MiE^®fflt-|> Zbizl^'mzb 

if;. 0. Goldreich et al., "How to Construct Random 
Functions, "J. ACM, 33:792-807(1986)(:|Sa§ixTV^ 

[ 0 0 2 0 ] LT. imm'^l,Z-t^a.7Xh 0 , ^ 

§ i2miz-tiJ\-yi^^mmiaTcDX a tfflv^i. . 

H : {O.K {0.1} 2k 

ZZX\ k{i7°P^-7A=^-kp£0^§T-|)l.„ Is^o 
T . yN .y ^^MI*H{± k h" y hcn^U t U -ffi^E 19 . 

^$2kcoA->f:>-y-ffl^#-&. Z(7)j\-yi.a.mmii(7) 

£ti:?j{4k f >y Fys;-Y y -fficDMHo t Hi t LT^-Td 

Ho{4^^-yi^irai:H^^f}lI^OS 
m'^^ (S£»f.y b ) T-$) D . H {1} -y i-^iPB 
ii[H(7)tli^£7)^i|IJ^fi^^ (^tiet'-yb) f$)l>. Hot 
Hi ttj^ij^ ^7)y^ -y ^-jtMSi: Df^^ fc :b^X^ 6 . 
[002 1 ] k = 1 6 OX'Mf. H{4. -XM. Secure 
Hash Standard, National Institute of Standards an 
d Technology, NIST FTPS PUB 180-1, U. S. Dept. of 
Commerce (Apr 11, 1995) tiaaStll> J; 3 'y 

^mmsHA- nm^^xMrn-t^czti^x^ I, bp 
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ib. HoJiSHA-l (x II 0) fc^rO. HitiSHA- 
1 (x il 1 ) t^rS, ^^X\ Ofc Ifi^m^TO 

[00 22] Tn^-^A^-kpii:, Tn^'-^AfiSiJi^ 
P y -fgt:|^!':'T^X^-df-mt: 1 L < 

i.;t*iT'^i>„ mtix. 7°n^'-5Adf-kp(±, r 

Alt^iJ^ P n O f y b ^iLSc0^i^m^:^^ >y ^^P^i^ 

[0 0 2 3] mmzf\^y'ya.mm\(>ttz\mx<7)-i5ti 

ft:£fff t" >y h w s' ^ ^ ij -tt -9 T ^ -:3f- 
ffl§5fl|.„ ^COfS-C'\ aO^O ( n - 1 ) f'y V\m^fl 

•Cf^Hj-r I. i 0 . i ^?)^^ >y ^^fimimTiO J: o 

*.=^,.(-^^(^« ('"))■■■) 

[0024] ±ai<7)J: a tc. A..y Kxy 0 
OJiBf-^-ftrn^^^Afc fc i Aitsrj^ p 

ffl V ^ ix ^ r n ^- 5 A ^ - k p ^ f# ( m ( f ^ A. ^: ^ -> , 
}l'&<^ J: ^ . r n ^- ^ A ^ - k p (i; r n ^-"^ AiMO^ 
P WS-^ :h ij -fitct^-^ T ^-^-m(Cl t < (± 

mm^^v 'y:2.mmmmzMm-th ^h\,zk-^ t# 

^■■^AfiSiJ^ P ^ TO^tfflV^TH^fiO-b -y b b >y 
-S-^;L'4 0 Otc j;'5T#ii>^i^{m(?=5r^>=5rV^. 
[0 0 2 5] .^--yy- 

A^giJ^ P £7)y^M U -fflt;|^'> T i^'-^-m 1 

hL<\±mm.^)^^ 'v'y:i-mmmmmzm\^h ^ 1 i 

m^fflV^I,, 7°n^7A|iSy^Pi?)f-y bJ4p = 

(Pi P„) bLxm-f^btin'%h. zzx\ Pi 

Itmmii'yhX^hri. ^^ffif^ybT'^S. TP^'^ 
A^'J^^P &^-r-&7°n^''5At:M^|>Bg^^[:^-k, 

[1^3] 



[0026] ^N>yi/jLM#{±. ll2lcS^Uc^-7y- 

2 0 0 <7) j; 3 n y -7 y -T 1 1 

xm-z. t t-x-% I. „ H 2 1:^^ L/t^-'y y - 2 0 0 
\i. Bf'y bA^ib^l>7°n^"5Aii3iJ^p^^t-|.^^ 
W:MJ55-ri>, El2t;7Kt-J;at. VX^-^-m*J7 
y-2 0 0O;l'-h2 1 Ot:BaMSixl>„ 7°n^"7Adf 
-kpttU-7y-F2 4 0-2 4 7iOj:5^y-77 
-Ft:^f^JE-ri., TU-7y-K2 4 3i^rni^^Adr 
-kptcWtCf I.^^T'y^'XO 1 lcrii.o^j:m2\Z7^ 
■r#7°n^''^A=?f-kpt:>5fJE-tl>^ VT'y^X(±, ;^ 
-1-21 0/j^A,y-7y-K24 3^i^^-7y-2 0 
0&JiL■CW^°X^^-r, Mi{f. 24 3i^rn^'5A 

F2 2 0*^iJ5CO#X>yi;^ (Hi ) . y-F2 3 2;&^^)C^ 
*rx-yi/ (Hi) h?t<>:-|.^ht;J;oT#S^t;OiT-# 
EP*>, Ho*^'Hi*iB2tDAv^jL^SStCSt;jlffl§ 
il ^ „ T n 5 A ^ - k p 0 1 1 £ # ; t T- # S o 
[0027] IMoT, y-K24 3i^j;a^7-HuiO 
;l^-l-2 1 0*^A,y-Hu^iO^N°;icox-yi>' 

'<.;H4rn^'7AiiSiJ^pT«-rSit*^'T#l.. J 

- F u &;t^- h fc -r -9-7^7 y - ^m-fd^ t ( hp% , 

7- K u m^'v y - t:i5(ts y - 7 ru / 

7Ailij^iJi^P(7j^-/hr^^/c*^(:;) . r ( u ) 

^flh. ^~V^)~2 0Q\>Zii\^hm%r[Zii\-^hnU 

J~ K u (4. gP^Wo^ 7 Ai^S'i-f P ( u 1 

uj &^rL. .rfLA.t:^L. ^f7'7y-T (u) 

S , 7 - K u ^0^f 7-7 y - (C (t l> V ^-f ilT) 7°n 5- A 
cO^-*i)VN'y^AMa^ (n-r) H^l^ij^-frl, ^ t 

\.zxm\m-hz}iifix:%7s^ ^m%z\x. mpxr^-y 

>-AllS:Hoi/-c{4Hi^rn^'-^A|i^iJ^ptO (n- 
r ) c^ffiv^ffic?)t^y h ^ix^'iic^fi*«t-|> J: 5 tffl 
v^S. fi^-^T. y-Fut:MJtGt-|.rn^^Adf-kp 
{4 . y - K u i0-9-7'"7 y - i3 ( t i7)T n ^ A t 

Mt-I.x> y ^ h;ky y h t Lxxmtth z. k i^T^ 
I. 

[ 0 0 2 8 ] t mmmmm yyAiiiii-r-s>ix 

Adr-<7)^.yh°y^^-kp{0,l>n^(0.1}k«4»iyyrA 
MiS[T'$>S„ ;ixt='^U-r(4:Xi;. 0. Coldrdch et a 
1., "How toConstruct Random Functions," J. ACM, 3 
3 : 792-807 (1986) i,Z=m § tlT V ^ I, , 

[0029] i/y.-fAay*^-^-yh. 
ll3(i:A.>y Kxy K-if-ys-3 0 0(7)T~^r- ^ ^i-^^ 

-&S;^7'n-yyiaT-$)^„ ^vHxyKti. r^tV' 
gy^-yby-y. ^r_y;kilffl^, T>^■y;^t^M^?-- 
t'xaffl^. S)i.i->«4ei^ft7°ny^ s yy^^SMff 
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kt^^t . A. -y Kxy K-ff-ys;- 3 0 0 m\ 
X.{f . IBM Corp. MJg-ri. R S 6 0 0 OHfWN'-tcTH 

I. ; t A^'T- # o ^ -y F X y F tf-^ 3 0 0 ic{i7°n 
■fe-y-9--3 1 0iij:l/T-^IE®T^-^^X3 2 0Oj;9 
^j:mm-t^^^O -^mit . 7°n^r-/-9--3 1 0«* 
-orn^r .y-tf- 1 LT i < , MMlcMf^^t 

IB'ISt-'>'-< X320^ROMt:ltL< 

mm^. rp-tr-y^f-3 1 os&iBoait. )»«?t. m 

[00 30] 0 iz, r~9tmT^<^ ^ 3 2 0 

iXtrntl X 0 T-^J'tE'lirAW X 3 2 0{4Tn 
^'-^Ar-^^-y!. 5 0 0 , rar^Ar-^ 

^-X 5 0 0{±Tn/7A|iSiJ^pfc'J;t;;'#7°ni?-7A 

7 . 8 mmixmmti> ^ a t:, r-^IB-ltrA-^ x 
3 2 0{±xy^'>f h;l';^ybfflfgiEfi7°O-feX7 0 0*3 

it/rniJ''^ AiE^irn-fex 8 0 0 « 
[00 3 1] -JKt:. xy^^h;MyMf|gSefi7°n 
^r;?> 7 0 0 iilEffii— f'-TS) I. r n / 7 A(;r ^ -fex 

-r^coi^z^mmm^^b t& x > ^ f ^ > hmm 

^^inatt^. tfz. 7°n^'"7Affifirn-lrX8 0 0 

hfzmz. ru'f^Mzm^ '^xtyfifzruif^j^m'\ 

^ P t * -3-1 7° n ^' 7 A ^ - k p ^ f#|, , 
[00 32] Mff 't^- b 3 3 0 7 Kxy K-f-^N'- 
SOO^^-yhV-^l 1 Otco^S\ EIH^S^Lit-fe 
■y b h 'y 7°^- S i-)VA 0 0 CD J: ^ ^o^^m/iSfilff 
^fiWz^^y Hxy K-r-^\-3 0 0 ^ U y^'-ri. o 
[0 0 3 3] @4 (4. ^2'y^^■y7°^-5-:^;^4 0 0cD 
r-^T^^'^-V-&St-7-n>y^HT'3^l.„ -b-ybb 

-y7°^-S-^;l/4 0 0(4, f^Jxff, Tb'fcVgyt;:^ 

•ri.^r.y bb-yT^-S-^-yL- (STT) bLXmm-th 

zb¥x^ . ^w^mmm.'^iM'^rffo x 3 ^z^^-th 

^t-h^X^h. hb-y7°:?-5^;l/4 0 0J4, 7°n 
■fev->f-4 1 0i3j;t;T-^IE'[^*4 2 0(7)j;a=Sr^ 
^U-. 3l€*f-b4 3 0^ffii. Il3t'ra3it>t±<7) 

i 3 ^- b ^ X r t ^«^*ffi-r-»ftt-s o 

[00 34] me^zfrnLxTxim-fh xo^z^ f~ 

^ia'is^g4 2 0 i4. T-^ie'^*4 2 OiT)-^^ ^lt 

^^>,z=dm-h^kifiX% §xy:5?-< b;U;><y br-^ 
<-x6 0 0^ffiil.„ xyiS?>f vivyiyY^~^K- 

x6 0 o(4li^*ixy^^ b;^^yb^^^-r■g.7°^^'■'5 
A {zn-r hruyyA^~]i^^%uzmz'i^mtj:^- 
^yy-2ooioa5^i-^#t^„ ^/-c. x-:i'ia'iigg4 2 



OW\'y'^^mWiB.^tn, (44 0) i/i, 

09 t:MaLTT"CfiBJ3t-S J; o t:. T-^'IB1t^M4 
2 0(47'"n-b'7°n-fea9 0 0?r^O„ — J^fc. f^n- 
b'TP-tX9 0 014. Tn^'-^A^-kp i'i%hfz^{Z 

A b/l-^^ybffilgeo 0^fflV\ ^LT7°n^-5A^W 
^^-fhtz^lizr-aVy h.^~^^^W\V^X . HS^O^xy 

b;b;><yb^^^l>Tn^-7A^»M^|,„ 
[003 5] 05(4. A^y b■xyb^f-A-3 0 0^;j; 

i^'^Av^-^J-K-XSOO^S^tTV^I,, icoffif|lt4. 

^tforn^''^ ^^'i^ J;t^'WJE-ri> 7°o 

^'=>Lm\Tpy-y-\.{z^ mm. %mm\zmt^ti 

7°n;5''^AT-^'^-X5 0 0i4^3-b5 0 5- 

5 2 0<7)J:o^rmt^Tn-b'^ffi^-rSo <I^1^>{4^ 
fLmM=5rS7°n^^AtMa-^ft^)fL-CV^|> , 7 ^ - 
;l/b 5 2 5 tzTTn^-^A^lc J; -^TtiSiJ^ni-^rn 
^■'7AiiSimcMLT. 7°P^'7At-^<-X 5 0 0 
(4. 7 b 5 3 0 tiT-f f07°n^-5 A//a-tl>tf)E 
•f •&•'^°•y^-i^'^0^a7K'r qV^, 7 i-A Y 5 3 5(..:T^'t 

[0036] m^\m%i)^:^y^A b^M^b^^t-l. 
7°n^'7AtcMtTTO:77A^-kp &#Si^ti£j>^ 

i:'$)S^-'yy-2 0ocDai:9-Sr-^tfxy^>f b/^y 

bT-^'<.-X6 0 0^^LTViS„ fraLZ-cldt:, 
T (u) (47-bu^;k-btt- l.^?-7-7U-, t-5r^5 

% . 7- b u <m-f-y y -t:*3(t 1. y-7y-b24o 

-2 4 7 t^MJEE-r-STOiS^^Ai^SiJ-f p£7)-tr b 

-r. m(f . inas^'y-7y-b2 4o--2 4 3t2 

MlBt-l. 4 ocorn^-^ A^gfi^|> ; fc tMLTxy 
^J'-^ b;ky ybr*-t-|>=5:^;>i4\ xy^.< b;k><ybtt 
#{4, J~Y22^{znm-h^Wi^~'b^^ti:hZbh 
t£h. ^COlj'mzm^X. jf-K^fc^N-y^^^MSfcHotHi 
(44 0) li'mizmtX. 7-b2 2 0^7)^f7'7y- 
ti3(tS#y-b2 3 0. 2 3 2. 24 0-24 3t:)^ 
LTrn^^A^-kp&#|,/Si6(:fflV^S^fc;&iT'& 

[0037] ll6T*L/ixy^-< b;b;'<ybT-^< 
-7.60054. y-77-b24 0-24 3 tMJE-tl> 
Hoc?)7°n^'7A^Sft^^iEai— f-T-^fcO (xy 
b;Myb;?^'$)^) , iJ^c. y-77-b24 6- 
2 4 7 tMK-ri. ~-0(7)TP^7 ASrSfi^SiEffl^- 
Hf-T-S>?>„ l^^-^T. xy^^ b/b^ybr-^^-x 

6 0 OtcfES$ix/Sxy^^ b/b^ y b'lff|g(4. 7-b 
220ty-b236t;^i^jEt"-l>4JrBl^-*^'i:.5r.&» 7 

-b2 2 0. 2 3 6^ii-eiit;:ML. xy^'-<b;b-y> 
br-^'K-T.e 0 0t3fEII$^i;txyiS?>f hJl^yh 
ffi|g{4^tLm4'lfI^-ffiki„tkiii^^L. 

i,iii]Wn^ ^Aiisij^ pioj^Ts^^t-i. „ m^tm 

lRt?t7°n^'-^AW\°-yir->>'tc^-^-v^txy^-f b;b 



[0 0 3 8] 7°n^-7AyN°'y^— i^'y^'. 

u^'yl.<7)^ y h i^zM L/J^§ ^rx y ^ ^ b ;i y h 

ue7. 

[0 0 3 9] A°.y^r-^st;>f^-rsxy:?-^ h)V^yh 
mmi±. T (s) coy-Ht:fcv^Tffiif$fii.ct]^^- 

hl,zX^. -fe-y h h'y7°:5'-S-^;L'4 0 O^D^IEWCS 

b S tMt-§xy y htffg&-o< I, i fc ^i-T 

mD^iTJ^iiiiif, xy^?^ b;Myhfflffi{4-fe-y 
-yr^-^i-!l'4 0 Oi7)ffii)ll5ii/-c-fe^^T;^t U-tc 

[0 0 4 0] 7°n-t.x 

±a;t^ J: a t:. ^ •/ Fx > F ^- 3 0 0 im T id. 

u^xy:j'>f h)i^yv'mmm7°r:>-tx7 0 o^mff 

r-t^t-sT^g^rxy^-^ b/Myhr-^ 
K~x 6 0 0 ^ LSBftt I. , -mm(^ ,± T , X y ^ 
b;l/;<y hT-^<-X6 0 omiS/j'iEM^-— 'f- 
T$i^r^:^"yMz1iiilX. TOi^-^i^^-kp 
<7)t;i£Jg^=3j:_7 ij - 2 0 0 K izMLX . MB 

[0 04 1 ] i^oT, xy^-f f-;l/;^y }-'[ffgiefi7°n 
s ( 7 1 0 ) . ^Mz. Jiy^A Viv^yvmrnt 

ra-feX7 0 0{47';-y-K£?)ft/h'tr-y bT (S) ^ 

^-^nh. ^myvj-iiJEmiz^-y-y b-fe>y b s 

i^lJ^-t^. ^-^^^y b-fe'y bS(4, rjy-fedrix^ 

^'rn^'-^ Aiisij^ P coft^T ^xi^"3^yb-fy^- 

A;PA.t^v||§^l, (72 0) , -otorn^'^Ai^iJ 

T^7''-C-$)l>i|-^t;. 3y-fe^AX^7'i:#i.A,fL^. 
[ 0 0 4 2 ] LT. ;!?^N-T ( S ) *i#-f y 
miX^-yni^til (7 3 0) , 41^^-^0-fe-y hk 

it#^y^-vsvpt:ji^f^i,^A-T (s) co/~v^z 

T § ix I. M JtG !> W T n 5 A iiS iJi^ P 
§til> (740) „ &mi>z^ *j3£$ix!txy^-f b;l/^ 
y bffi?g*W>y bxy b-9--^^'-3 OOt^i-^T-lr^yb 
b>yT^-S^;t/400^fc^''i^yn-b$^I (7 5 

0 ) , Tn^-^i.MW$*7-rS (76 0), 
[0 0 4 3] ^-^^''y b-fe'y bStCfeftl>-f y^'-^^VF 

foiiiii (s) tt-|>;t*^'T-SS„ nto^yy-y-b 
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^im^X^~yy b-b-y b Si,^m±^tl^. -9-7'7U 
_55,j^_^'>y b-b 'y b S &iE^i^:;^7^^'-t-|. J: ^ ^7 U 
-y- b^O*/^^r 'y b ^i^JlTiO J: o mi . 
[i[4] 

) = -S' . |Z| (iS'h 

M-^-s^^^N'-T (s) mm-ifzMz^ m^nm- 

yV-2 0 0^zmh^j:lfiiim^^j:\\ «oT, xy^ 
>f b;t^>ty btffglHfiTn-t:X7 0 OiOB^ramHSfi: I 
(S) ■ ntO^-^--t^l>» *^MA-T 
{S)COiz^^ii. I (S) ■ niO^-^'-'-i:^!,, 

ji-rs m(7)rv3:^yM,immmz^ii^^:^-^y 

i^li, b7>7^ 'y^;^/<^^I.^Ti?)7°ni!^7 

AiiSiJ^pCOff^FJT-l)!.^ 

[0044 ] itOi;3^iii-bb°-y^'^N°7^^-i/'^0xy 

^-f b/k^ybfi, ^— yu-2 0 0Hfc(tl>#-fO^ 

-T'^)!.. tfz. V;^^bb°•yi?y^^y^-i>■^iIJ^tfflil 
LTT-ty7>-r'&;fc*^T'#l.„ xy:5?-^ b/l-^yb 
ft fgfimtl. v/Wf- b h° .y >y ^~i^-h^lhts:m^ 
(0 b t .y ^ X tMtl. ^-<7)^r >y b t-fe S , ^^^^Z^. 

w rv7 ^ '7 9 X;x{ziy)m&^fihJ-^y'r-i^\m 

t^^cDorvy ^ -y^ xim\'^xrxiyy2^^mm-t 

S i a >y b b -yT^- 5 -^;l'4 0 0 LTgg^ L 

[004 5] Jiji^Oi^t. ^>y Fxyb-'f-A-SO 

0{±, ll8(C7S-t7°n^-7i^Sfi7°n-b,X8 0 OSrMf 
L . 7°n^-^AtigiJi^p ^fflv^T7°n^'-5A£ft||^ LjI 
fttl./ii6(c, ruy-yi.t^x^-^-m^zm'O'^x 
hixtzru 9'yhmm P t^o'V ^TTo 7 i^^- k 
p^#S, Tn^'7AgSft7°n^2X8 0 Oii. ^^c^3S 
fiXx'yrmTli. ^77-< y=5rV^LmrBlt«t- 

fiTn-fex 8 0 o(±3ifrr<#Tni/7A&ieiJ3fj-ri. i 

(810). 

[0046] -f-i^m:. rn^^i^lEmrn-trX 800 
(i:7°n^7AT-^<-X 5 0 0>?i*^.(7)Tn^7A('M 
JE^STn^'-^ AfiSiJ^ P D tii L ( 8 2 0 ) . 
7° n / ^ A [znm-f !> 7°n ^" 5 A ^ - k p ^ I. 

(830) , LT ro:^'- 7 A{i|fr{7)Xf -y 7X1^$ 
tl/^7°0^''7Adf-kp&ffll^TBi^'ft§^ll. (84 
0) „ ;ftftt;. 7°n^'7AEfiTn-l2X8 0 0{4. 7°n 
^'■'7AiiJ?[Ji^P 1 1 t:Hi^^k$n^c7°n^'-7 A^3Sm 

L ( 8 5 0 ) . ru^'ymmwmth ( 8 6 o ) , 

[0047] 7°n^-7 AiiSiJ^ P (i, 7°n^-7 AttfgfO 
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iiV^X , rrt^'^yl^mWlTp ii:Barker^-r -?Vl/<7) J; 3 ^ 

[0 0 4 8] ±}i£/)j;at, ^:-y ^^-7 7^^-s-^;^4 

0 Oiiiagt^^L/STn-FTn^rxg 0 OSrHtf L. 
rxif^l^^~\L^i\Wz^\z%m^t\fz:i~y9A b 

hru^'^yJ^MlWi-fh , 0 9 {Z^.-fl d IZ., -f'3- F 

rn^r^9 0 0i±^jEiOf-^y^-;i/t^j.--y^'-§-it 
m^m^^comm^miz. :^%m<^}mm\^^tzr 

u-tX^:mi^-t^ (9 10) , 
[0 0 4 9] ^comz^ -t yhh-^r^-ii-fVAOO 
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I , Title ef iDTcttioii 

Method and System Foi Tiansni tt inf A Program Hanig Restricted Access 
t(i An End-iiS{f 
I. Claims 

1 ■ A method for traiumitting a program having restricted access to an end- 

user, said method comprisiag the stefM of: 

assigning a program identifier to said program, said program identifier 
having a binaiy vahie; 

defining at least one master key; 

encrypting said program using a program key, said program Icey obtained 
by applying at least one hash fimctiou to said master key baaed on a binaiy value of said 
program identifier; and 

traitamittiiig said enaypted program together with said program identifier 
to said end-user. 

2. The method according to claim 1, wherein said program identifier 

consists of « bits, and one of said hash fiinctions is applied for each of the n bit positions 
of the program identifier dependiiig on the correspondii^ bit value of the program 
identifier. 

The method according to claim 1, ftirther comprising the step of 
providing entitlement information to said end-uaers based on the set of programs 
obtained by said end-user 

4- The method according to claun 3, wherem said entitlement iiifonnatioa 

inchides a portion of a key tree based on the set of programs obtained by said end-user. 

5. The method according to claim 3, wherein said end-user uses said 

received program identifier to derive said program key from said stored entitlement 
infbnnation. 

U' The method according to claim 1, wherein said program identifier is 

interleaved with the transmission of said encrypted program. 
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/. The method according to claim 1, wherein said program identifier is 

transmitted on a control channel 

g. A method for transmitting a program to a plurality of end-users, said 

method comprising the steps of: 

enctypting said prograio using a program key, said program having a 
program identifier, said program key obtained by recursively applying a hash fiinction to 
a master key based on the binaty value of each bit position of said program identifier; 
and 

transmittlDg said enctypted program and said program identifier to said 

9. The method according to claim 8, 'wherein said program identifier 
consists of n bits, and a hash flinction is applied for each of the n bit positions of the 
program ideaitifier depending on the oorrespoildiftg bit vahie of the program identifier. 

10. The method accordmg to daun 8, fiirther comprising the step of 
providing entitlement informaition to said end-users based on the set of programs 
obtained by said end-user 

1 1 . The method according to claim 10, wherein said entitlement information 
Inchides a portion of a key tree based on the set of programs obtained by said end-user. 

12. The method according to claim 10, wherem said end-user uses said 
received program identifier tn derive said program key from said stored entitlement 
iofbrmatioa. 

13. The method according to claim 8, wherran said program identifier is 
interleaved with the transtnis^on of said enciypted program. 

14. The method according to claim 8, wherem said program identifier is 
transmitted on a control channel. 
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15. A method for transmitting a program associated with at least one package 
of programs to a plurality of sod-users, said method comprising the steps of 

providing entitlement information to said end-users based on the set of 
programs obtained by said end-user, 

encrypting said program using a program key, said program having a 
program identifier, said program key obtained by rscuravdy applying a hash fimction to 
a master key based on the binary value of each bit position of said program identifier; 

transmitting said prosram identifier with said eticiypted program to sdd 
end-users, said eiid-users deriving said program key from said stored entitlement 
information if said end-user is entitled to said program. 

16. The method according to claim 15, wherein said program identifier 
consists of n bits, and one of said hash flinctions is applied for each of the n uit positions 
of tlie program identifier depeading on the corresponding bit value of the program 
identifier. 

17. The method according to daim 1 S, wherein said en^ement information 
inchides a portion of a key tree based on the set of programs obtained by said end-user. 

18 The method according to claim IS, wherein said end-user uses said 

received program idenlifief to derive said program key fi-om said stored entitlement 

information. 

19. The iitethod according to claim 15, wherein said program identifier is 
Interleaved with the transmission of said encrypted program. 

20. The method according to claim 15, wherein said program identifier is 
transmitted on a control channel. 
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21- A method for decoding an encrypted prograin, said method comprising 

the steps of; 

recdving entitlement infonuiition from a provider of said program, said 
entitlement information including a portion of a key tree based on a set of programs 
obtained by said customer; 

receiving add encrypted program and a program identifier, said encrypted 
program enoyptod with a program key; 

deriving said program key from said program identifier and said stored 
portion of said key tree; and 

decrypting said encrypted program using said program key. 

22. The method according to claim 21, wherein said program identifier 
consists of n bits, said master key is placed at the root of said key tree and said key tree 
is generated by applying a hash function to each node, until n tree levels have been 
created. 

23. A method for decoding an encrypted program, said method comprising 



receiving entitlement information from a provider of said program, said 
enthlsment information including at least one intermediate key fi-om a key tree based on 
a set of programs obtaiiiud by said customer; 

receiving said encrypted program and a program identifier, said encrypted 
program encrypted with a program key; 

deriving said program key from said program identifier and said stored 
intermediate key by recursively applying a hash fiinction to said intermediate key based 
on the binary value uf said program identifier, and 

decrypting said encrypted program using said program key. 
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24. The method accoiding to claim 23, wherein said program identifier 
consists of n bits and said intermediate key corresponds to an intermediate node at a 
level r of said key tree, and wLerein said hash function is applied to said intennediate key 

25. A system for transmitting a program having restricted access to an end- 
user, said system comprising: 

a memory for storing a master key and computer readable code; and 

a processor operatively coupled to said memory, said processor 

configuriEd to: 

assign a program identifier to said program, said program identifier 
having a binary value; 

define at Isast one nraster key; 

encrypt said program using a program key, said program key obtained by 
applying at least one hash fiinction to said master key based on a binary value of said 
program identifier; and 

transnnt said encrypted program together with said program identifier to 

said end-user. 

26. A system for transmitting a program havinn restricted access to an end- 
user, said system comprising: 

a memory for storing a master key and computer readable code; and 

a processor operatively coupled to said memory, said processor 

configured to: 



encrypt said program using a program key, said prosram having a 
program identifier, said program key obtained by recursively applying a hash function to 
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a master key based onths binaiy value of each bit position of said progiatn identifier; 
and 

transmit said encrypted program aud sdid program identifier to said end- 

27. A system for decoding an encrypted program, said system comprising: 

a memory for storing a master itey and computer readable code; and 
a processor operatively coupled to said memory, said processor 



receive entitlement information from a provider of said program, said 
entitlement information including a portion of a key tree based on a set of programs 
obtained by said customer; 

receive said encrypted program and a program identifier, said encrypted 
program encrypted with a program key; 

derive said program key from said program identifier and said stored 
portion of said key tree; and 



28. An article of manufacture comprising: 

a computer readable medium having computer readable code means 
embodied tliereoa said coniputer readable program code means comprising: 

a step to assign a program identifier to a program, said program identifier 
having a binary value; 

a step to define at least one master key; 
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a step to encrypt said program using a program key. said program key 
obtained by applying at least one hash fijnction to said master key based on a binary 
value of said progracp identifier, and 

a step to transmit said encrypted program together with said program 
identifier to said end-user. 



29 An article of manu&cture comprising: 

a computer readable medium having computer readable cods means 
embodied thereon, said computer readable program code means comprising: 

a step to receive entitlement information from a provider of a program, 
said entitlement information including a portion of a key tree based on a set of programs 
obtained by said customer; 

a step to receive said encrypted program and a program identifier, said 
enci'ypted program encrypted with a program key; 

a step to derive said program key ftom said program identifier and said 
stored portion of said key treej and 

a step to deciypt said encrypted program using said program key. 



3. 



Detailtd DetcriptiDi ti InrtntioQ 
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F i dJ of the . I nv ention 

The present invention relates generally to a system for restricting access to 
transmitted prcgramming content, and more particularly, to a system for transmitting an 
encrypted program together with a program identifier which is used fay a set-top 
terminal, together with stored entitlement information, to derive the decryption key 
necessary to decrypt the program. 



As the number of channels available to television \wneTS has increased, alorg 
with the diversity of the progranuning content available on such channels, it has become 
increasingly challenging for service providers, such as cable television operators and 
digital satellite service operators, to offer packages of channels and programs that satisfy 
the majority of the telsvision viewing populalioii. The development of packages that 
may be offered to customers is generally a marketing fiinction. Generally, a service 
provider desires to offer packaj^s of various sii'es, fiom a single program to ail the 
programs, and various combinations m between. 

rhe service provider typicaJiy broadcasts the television programs from a 
transmittBr, often refeiTed to as the "head-end," to a large population of customers. 
Each customer is typically entitled only to a subset of the received programming, 
associated with purchased packages. In a wirdesa broadcast environment, for example; 
the transmitted programming can be received by anyone with an appropriate receiver, 
such as an antenna or a ssitellite dish. Thus^ in order to restrict access to a transmitted 
program to authorized customers^^ho have purchased the required package, the service 
provider typically encrypts the transmitted programs and provides the customer with a 
set-top terminal (STT) containing one at more decryption keys which may be utilized to 
deciypt programs that a customer is entitled to. In this manner, the set-top terminal 
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receives encrypted transmissions and decrypts the progcams that the customer is entitled 
to, hut nothing else. 

In order to minimias piracy of the highly sensitive information stored in the set- 
top terminals, including the stored decryption keys, the set-top terminals typically 
contain a secure processor and secure memory, typically having a capacity on the order 
of a few kilobits, to store the deuyption keys. The secure memory is generally non- 
volatile, and tamper-resistant In addition, tiie secure tnanoiy is preferably writable, so 
that the keys may be reprogrammed a« desired, for example, for each billing period. The 
limited secure mcmoiy capacity of conventional set-top terminals limits the number of 
keys that may be stoied and thereby limits the number of packages which may be ofi^ed 
by a service providei It is noted that the number of programs typically broadcast by a 
service provider during a monthly billing period can be on the order of 200,000, 

Li one variation, conventional set-top terminals contain a bit vector havittg a bit 
entry corresponding to each package of programs ofifered by the service provider. If a 
particular customer is entitled to a package, the corresponding bit entry in the bit vector 
stored m the set-top terminal is set to one ("1"). Thereafter, all programs transmitted by 
the service provider are encrypted with a sii^le key. Upon receipt of a given program, 
the set-top temuiial accesses the bit vector to determine if the corresponding bit entry 
has beffii set. If the bit eutiy has been set, the set-top terminal utilities a single stored 
decryption key to decrypt the prt^ram. While, in theory, flexibility is achieved in the bit 
vector scheme by providing a bit entry for each package (a pack^e generally consists of 
one programX the length of the bit vector would be impractical in a system transmitting 
many programs in a smgle billing period. In addition, access control in such a system is 
provided exclusively fay the entries in the bit vector and is not cryptographic. Thus, if a 
customer is able to overwrite the bit vector, and set all bits to one ("I"), then the 
customer obtains access to all programs. 

In a further variation, programs are divided into packages, and all programs in a 
given package are encrypted uung the same key. Again, each package typically 
corresponds to one television channel. The set-top teiminal stores a decryption key for 
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each package the customer is entitled to. Thus, if a program is to be included in a 
plurality of packages, then the program must be retFansmitted for each associated 
package, with each transmission encrypted with the encryption key corresponding to the 
paiticutar package. Although the access control is cryptographic, the ovetfaead 
associated with retransmittii^ a given program a number of times discourages service 
providers from placing the same program in a number of packages and thereby limits 
flexibility in designing packages of programs. 

WhQe such previous systems for encrypting and transmitting programming 
contetit have been rdatively suocessfiil in restricting access to authorized customers, they 
do not permit a service provider, such as a tdevijion network, to ofier many different 
packages containiqg various numbers of programs to customers, without exceeding the 
lunited secure memory capacity of the set-top terminal or significantly increasing the 
overhead. United Sutes Patent Application Serial Number OS/912,186, filed August 15, 
1997 and assigned to the assignee of the present invention, hei diiafter referred to as the 
"Vspace System," discloses a cryptographic method and apparatus for restricting access 
to transmitted programmu^ content. 

Each program in the Vspace System is enciypted by the head-end server prior to 
transmission, using a program key, Kp. Each of the piognun keys is a linear combination 
of a defined set of master keys, M. A program identifier identifying the program is 
transmitted with tha encrypted programming content. The Customer's set-top terminal 
can derive the decryption key from only the recaved program identifier, p, and 
previously stoired entitiemEnt information. The Vspace System provides a cryptographic 
access control mechanism, while permitting flexible packages (since the program does 
not need to be retransmitted fbr each associated package) without significantly extending 
the program header (only the program identifier is transmitted with the program). 



Generally, encrypted programming content is transmittsd by a service provider 
using a transmitter, or head-end server, to one or more customers. According to one 
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aspect of the inventioii, a program identifier, p, used to identify tlie program is 
transmitted to the customer with the programming content. Each customer im a set-top 
terminal or another mechanism to restrict access to the transmitted multinwdia 
information using dectyption keys. The set-top terminal receives entitlement 
information fiom the head-end, corresponding to one or more packages of programs that 
the customer is entitled to for a given period. 

Hach program is encrypted by the head-end serra- prior to transmission, using a 
program key, K.p, which may be unique to the program. In addition to transmitting the 
encrypted piogrwn, the head-enu server transmits the program identifier, p, to the set- 
top teiminal. The set-top terminal uses the received program identifier, p, together with 
the stored emtitlemeut information, to derive the decryption key necessary to decrypt the 
prosram. In this manner, if a customer is entitled to a particular program, the set-top 
termiiial will be able to derive the euciypted progrun key, Kp, using the stored and 
receved information, and thereafter use the program key, Kr, to deciypt the encrypted 
progism. In various embodiments^ the program identifier, p, can be interleaved with the 
program portion or transmitted on a separate dedicated control channd. 

According to one aspect of the invention, each of the i-bit program keys, Kr, 
used to enciypt transmitted progrmis is obtained by app^ one or more pseudo- 
random hash fijnctioas, H, to a master key, m. In one implsmentation, a length-doubling 
hash function, H, is utilized. Thus, tlie hash function, H, takes a A-bit binary value and 
produces a binaiy value having a le^gth of 2k. The output of the hash fiinction, H, can 
be represented as a pair of i^bit binaiy vahies. Ho and H|, where Ho is referred to as the 
left half of the output of the hash function, and Hi is the right half of the output of the 
hash fimctiun. 

Li an illustrative implementation, a program key, Kp, is obtained by recursively 
applying a hash fiincdon. Ho or H,, to the master key, m, depending on the 
corresponding binaiy value of each bit positim of the pre^ram identifier, p. Thus, if the 
program identifier, p, consists of » bits, one of the hash fimctions, Hp or H,, is applied 
for each of the n bit positions of the program idaitifier, p, depending on the 
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corresponding bit value of the pn^ram identifier, p. Iiiitially, one of the hash fiuictions. 
Ho or Hi, is applied to the master key, m, depentUng on the binary value of the most 
significant bit of the program identifier, p. Thereafter, for each of the remaining (n-l) bit 
positions, one of the hash fuuctions. Ho or Hi, is applied to the result of the previous 
hash operation, depending on the binary value of the coiiesponding bit The calculation 
of the program key, can be represented as Mows: 

K,=H^{,...H^{H^{m))...). 

The hash operation can be represented in terms of an n-level binary tree, T, 
referred to as the key tree, with the master key, m, placed at the root of the tree. The 
tree is generated by applying the hash functions Ho and Hi to each node, until the desired 
number of tree levels (n) have been created. The program keys, K,, correspond to the 
leaf nodes at the bottom level of the tree. The binary index (and likewise the program 
ideiitifiers, p) associated with each prosram key, Kp, corresponds to the path through the 
key tree fix>m the root to the desired leaf node. Thus, the indax or labd of a given node, 
u, is the concatenatioa of the labels on the edges on the path from the root to the node u. 
T(u) denotes the subtree rooted at node m, or the set of program identifiers, p, 
corresponding to the leaves in the subtree of node u. For an internal uode, m, at depth r 
in the key tree, with a partial program identifier, p, (u,, , , u,), the keys of any program 
ill the subtree T(u) can be computed by activating the hash fiinction n - r times. 

A more complete understanding of the present invention, as well as fijrther 
features and advantages of the present invention, will be obtained by reference to the 
Mowing detailed description and drawings. 

Brief Dweriii tion of the Drawings 

FIG. 1 is a schematic block diagram tlhistrating a system for transmitting 
encrypted progratmniog content in accordance with one embodiment of the present 
invention; 
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FIG. 2 is a conceptual rspresentation of an exen^iaiy key tree in accorduce 
with the present inventiQii; 

FIG. 3 is a schematic block diagram of an esunplary head-end seirver of FIG. 1; 

FIG. 4 is a schematic block diagram of an exemplary set-top tenninal of FIG. I; 

FIG. 5 illustrates a sample table from the program database of FIG. 3; 

FIG. 6 illustrates a sample table &om the entitleineot database of FIG. 4; 

FIG. 7 is a flow chart desciibins an exemplary entitlement informatioti 
distribution process as implemented by tlie head-end server of FIG. 3; 

FIG. 8 is a flowchart describing an exemplary program distribution process as 
implemented by the head end server of FIG. 3; and 

FIG. 9 is a flowchart describing an exemplary decode process as implemented by 
the set-top terminal of FIG. 4. 



FIG. 1 shows an ilhistrative network environment for trajisferring encrypted 
multimedia information, such as video, audio and date, from a service provider using a 
transmitter, such as a head-eud ssrver 300, discussed fiirther below in eonjunctlon with 
FIG. 3, to one or more ojstomers having set-top terminals 400-401, such as the set-top 
terminal 400, discussetl fiirther below in conjunction with FIG. 4, over one or more 
distribution netvrorks 1 10. As used herein, a set-top terminal inckdes any mechanism to 
restrict access to the transmitted multimedia information using decryption keys, 
including, for example, a computer configuration or a telecommunications device. It is 
possible for software executed by ths set-top terminal to be downloaded by the service 
provider The distribution network 110 can be a wireless broadcast network for 
distribution of programming content, such as a digital satellite service ("DSS™"), or a 
conventional vnred network, such as the cable telension network ("CATV), the Public 



(28) B2 001-36517 (P2001-36517A) 



7 Bleichenbacher 1-S 

Switched Telephone Network {"PSTN"), an optical network, a broadband integrated 
services digital network ("ISDl^r) or the Internet. 

According to a feature of the present invention, the set-top terminal 400 
interminently receives entitlement infbmmtion from the head-end server 300, which 
permits a customer to access programs that the customer is entitled to for a given time 
interval, such as a hiUine period. As used herein, a package is a predefined set of 
programs, and a given program can belong to one or more packages. A propam is any 
continuous multimedia transmission of a paidcuiar len^h, such as a television episode or 
a movie. The entitlement information can be downloaded from tiie head-end server 300 
to the set-top tetmioBl 400 usiiig any suitably secure urn-directional or ui-directional 
protocol, as would be apparent to a person of ordinary skill. 

PROGRAM KEYS AND PROGRAM IDKNTIFIERS 

As discussed fiirther below, each transmitted program is encrypted by the head- 
end server 300 using a program key, K?, which may be unique to the progranL For a 
detailed discussiun of suitable encryption and security techniques, see B, Scfaneier, 
Applied Cryptography (2d eci. 1997), incorporated by reference herein. In addition to 
transmittiitg the encrypted program, the head-end server 300 also transmits aii n-bit 
program identifisr, p, to the set-top terminats 400, which may be utilized by the set-top 
tenninal 400, together whh stored entitlement information, to derive the decryption key 
necessary to decrypt the prosram, in a manner described fiirtber below. As discussed 
below in a section entitled .\SSIGNING PROGRAM IDENTIFIERS TO PROGRAMS, 
the program identifiers, p, are not chosen arbitraiily. In one prefeiTcd embodiment, the 
program identifier, p, consists of a thirty-two (32) bit value that may bs transmitted, for 
eicample, in the ECM field defined in the MPEG-2 standard. In this manner, if a 
customer is entitled to a particular program, the set-top terminal 400 will be able to 
derive the program key, Kp, fiom stored and recdved infomiation, and tliereafter use the 
program key, Kp, to deciypt the encrypted program. 
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According to a fUrther feature of the present invention, each of the k-bit program 
keys, Kp, used to snciypt transmitted programs is ohUaned by applying one or more 
pseudo-random hash functions to a master key, m. For a detailed discussion of suit^le 
pseudo-random hash functions, sec, fbr example, O. tJoldreich et al., "How to Construct 
Random Functions," J. ACM, 33 792-807 (1986), incoipwated by reference herein. 

In one implementation, a OTtograptucally-secure, length doubliiig, hash fimction 
is utilized, as fijJlows: 

where, A is the length of tlie program key, Kp. Thus, the hash function, H, takes a A-bh 
binaiy vahie and produces a binary value iia\iiig a length of 2k. The output of the hash 
fijnction, H, can be rq)resanted as a pair of i-bit binary values. Ho and Hi, where Ho is 
referred to as the left half of the output of the hash function, H (most significant bits), 
and H, is the right half of the output of the hash function, H (most significant bits). Ho 
and Hi can be said to be separate hash fiinctions. In one illustrative implemsntation, 
when k equals 160, H could be defined by using the secret hash standard, SHA-1, as 
defined in Secure Hash Standard, National Institute of Standards and Techuology, NIST 
FIPS PUB lSO-1, U.S. Dept. of Commense (April, 1995), incorporated by reference 
herein. In other words, Ho equals SHA-1 (;i^|0), and H[ equals SH.V1 (xflX where 0 and 
1 are all-zero and all-one bit striiigs. respectively. 

According to a fUrther feature of the present invention, a program key, Kp, is 
obtained by recursively applying one or more hash fiinctions to the master key, m, 
depending on the binaiy vahie of the program identifier, p. In one implementation, the 
program key, K,, is obtained by recursively applying one of the hash fiinctions, Ho or Hi, 
to the master key, m, depending on the binaiy vahie of each bit position of the program 
identifier, p. Generally, if the program identifier, p, consists of n bits, one of the hash 
fiinctions. Ho or Hi, is apphsd fbr each of the n hit positions of the program identifier, p, 
(starting with the most significant bit) depending on the corresponding bit vahie of the 
program identifier, p. Initially, one of the hash functions. Ho or H|, is applied to the 



(30) B2 001-36517 (P2001-36517A) 



9 Bleictienbacher 1-8 

master key, m. depending on the binary value of the most sigmficant bit. Thereafter, for 
each of the remaining (n-l) bit positions, one of the hash fiinctions. ih or Hi, is applied 
to the result of the previous hash operation, depending on the binaiy value of the 
corresponding Int As discussed below in a section entitled THE KEY TREE, the hash 
operation can be represented as follows: 

a:, =//^(./f^(J/„ («)),..). 

As previously indicated, the head-end server 300 will tmnsmit the program 
idendtier, p, with the encrypted program. Thus, giveii the program identifier, p, the set- 
top temiinal 400 must obtain the program key, Kf, used to decrypt the received 
program. As previously indicated, the prosram key, Kp, is obtained by recursively 
applyiiig one or more hash fiinctions to a master key, m, depending on the binary value 
of the program identifier, p. The program keys, must be obtained by the customer's 
set-top terminal 400 indirectly using the stored entitlement infbnoation, discussed below, 
and the received program identifier, p. 

THE KEY TREE 

As previously indicated, a program key, is obtained by recursively applying 
one or mors hash functiaDs, H, to a master key, m, depending on the binary value of the 
proojram identifier, p. A single t-bit master k^, m, is utilized. The bits of the pTogram 
identifier, p, are denoted by p = (pi,...,p,0> where p, is the most sisnificant bit and p^, is 
the least significant bit. According to a feature of the present invention, the encryption 
key, for a program with a program tuentifier, p, is deSnad as fbllows: 

The iiash operation can also be repiescmed in terms of a full »4evel binary tree 
T, referred to as the key tree 200, shown in FIG. 2. Tlie illustrative key tree 200, shown 
in FIG. 2, corresponds to an implementation having program identifiers, p, consisting of 
three bits. As shown in HG. the master key, m, is placed at the root 210 of the tree 
200. The program keys, K,, cwrespond to the leaf nodes, such as the leaf nodes 240- 
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247. Tue index assod^ted whfa each program key, K,, shown in FIG. 2, sucb as the 
index 01 1 associated with the program key, Kp, of the leaf node 243, indicates tlw path 
through the key tree 200 from the root 210 to the leaf node 243. For example, the 
program key, Kp, of the leaf node 243 is obtained by following a left edge (Hg) from the 
root 210, a right edge (Hi) from the node 220 and a right edge (H,) from the node 232. 
In other words, Ilg is initially applied to the master key, ni, then H| is applied to a first 
hash result, and Hi is again appUed to the second hash result The resulting vahie is the 
program key, K^u. 

Thus, the label of a given node, u, such as the node 243, is the concatenation of 
the labels on the edges on the path from the root 210 to the node u. The label of each 
node can be identified with the prDgram identifiers, p. T(u) is utilized to denote the 
subtree rooted at node «, or cquivalently, to denote the set of program identifiers, jj, 
corresponding to the leaves in the subtree of node u. For an internal nods, h, at depth r 
in the key tree 200, with a |)artial program identifier, p, (ui,,.., u,), the keys of any 
program in tlie subtree T(u) can be computed. The key of any program in the subtree of 
node u is computed by activating the hash fiinction n - r times. Specifically, the 
appropriate hash fimction, Elo or Hi, is utilized as directed by the value of each of the n - 
r low order bits of the program identifier, p. Thus, the program key, Kp, corresponding 
to a node u can serve as an entitlement for all programs in the subtree of node u. 

If the function H is a pseudo-random generator, then the mapping of the program 
keys, K, {0,1}" -* {0,1 }^ parameterized by the master key, m, is a pseudo-random 
fiinctiiHi. See, for example, O. Goldreich et al., "How to Construct Random Functions," 
J. ACM, 33:7()2-807 (1986), incorporated by reference above. 

SYSTEM COMPONENTS 

FIG. 3 is a Wock diagram showing the architecture of an illustrative head-end 
server 300. The head end may be associated with a television network, a cable operator, 
a distal satellite service operator, or any service provider transmitting encrypted 
programming content. The head-end server 300 may be embodied, for example, as an 
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R5 6000 server, manufactured by fflM Corp., as modified herein to execute the 
functions and operatioiis of the present invention. The head-end server 300 inchides a 
processor 310 and relatsd memory, such as a data storage device 320. The processor 
310 may be embodied as a single processor, or a number of processors operating in 
parallel. The data storage device 320 and/or a read only memory (ROM) are operable to 
store one or more instructions, which the processor 3 10 is operable to retrieve, interpret 

As discussed above, the data storage device 320 includes a master key database 
350 for storing the master key, m. The master key, m, may be updated, for example, 
ODCC per billing period. la addition, as discussed further below in conjunction with FIG. 
5, the data storage device 320 includes a program database SCO. The program database 
500 incticates the pn^ram identifier, p, and associated packages corresponding to each 
program. In addition, as discussed further below in conjunction with FIGS. 7 AND 8, 
ths data storage device 320 utdudes on eatitlenient information distribution process 700 
and a program distribution pnxeas 800. Generally, the entitlement information 
distribution process 700 generates and distributes the entitlement information required by 
each customer to access entitled programs. In addition, the program distribution process 
800 derives the program key, Kp, based on the program identifier, p, assigned to the 
program in order to encrypt and transmit the program with the program identifier, p. 

Tiie communications port 330 connects the head-end server 300 to the 
distribution network 110, thereby linking the hcad-snd server 300 to each connected 
receiver, such as the set-top terminal 400 shown in FIG. 1. 

FIG. 4 is a block diagram showii^g the architecture of an illustrative set-top 
tsiminal 400. The set-top teiminal 400 may be embodied, for example, as a set-top 
terminal (STf) associated with a television, such as those commercially available from 
General Instruments Corp., as modified heran to execute the functions and operations of 
the present invention. The set-top terminal 400 indudes a processor 410 and related 
memory, such as a data storage device 420, as wdl as a oomiminication port 430, which 
operate in a similar manner to the hardware described above in conjunction with FIG. 3. 
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As discussed fiuther below in conjuncdon with FIG. 6, tbe data storage device 
470 includes an entitlement database 600 that may be storsd in a secure portion of the 
data storage device 420. The entitlement database 600 includes those portions of the 
key tree 200 tJiat are necessary to derive the program keys, Kp, for the programs to 
which the customer is endtled. In addition, the data storage device 420 includes the hash 
functions, IIo and Hi, 440. In additiaD, as discussed flirther below iu conjunction with 
FIG. 9, the data storage device 420 inchides a decode piocess 900. Generally, the 
decode process 900 deciypts programs that a customer is entitled to, by using the 
received program identifier, p, and the stored entitlement information 600 to deiive the 
program key, Kp, and then using the program key, Kr, to decrypt the program. 

FIG. S illustrates an exemplary program database 500 that stores information on 
each program, p, wMcb will be transmitted by the head-end server 300, for example, 
during a given billing period, including the packages the program belongs to and the 
corresponding program identifier, p. The program database SOO maintains a plurality of 
records, such as records 50S-S20, each associated with a different program. For each 
program identified by program name in field 525, the program database SOO inchides an 
indicaticHi of the coiresponding packages to which the program belongs in field 530 and 
the corresponding piogram identifier, p, in field 535. 

FIG. 6 illustrates an exemplary entitlement database 600 that inchides those 
portions of the key tree 200 that are necessary to derive the program keys, Kp, for the 
pro-ams to which the customer is entitled. As previously indicated, Tfu) is utilized to 
denote the subtree rooted at a node u. or cquivalently. to denote the set of program 
identifiers, p, corresponding to the leaf nod« 240-247 in die subtree of node u. For 
example, if a customer is entitled to receive ths four programs corresponding to the leaf 
nodes 240-243, the entitlement infbrmatioii vrould consist of the intermediate key 
associated with node 220. In this manner, the appropriate hash fiincttons, Ha and Hi, 
440 can be used to derive the program keys, K,, for eacii node 230, 232, 240-243 in the 
subtree of node 220, as nccessaiy. 
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The exemplaiy entitlement database 600 shown in FIG. 6 cotiesponds to a 
customei tbat is entitled to receive the four programs corresponding to the leaf nodes 
240-243, as well as trie two programs corresponding to the leaf nodes 246-247, Thus, 
the entitlement iiibrmatLon recorded in the entitlenient database 600 consists of the 
intermediate keys associated with node 220 and node 236. For each node 220 and 236, 
the entitlement information recorded in the entitlement database 600 includes the 
intermediate key vahie, Kij and Ki,;, respectively, and an indication of the corresponding 
partial program identifier, p. The manner in which the entitlement information 600 is 
generated by the entitlement information distribution process 700 based on packages of 
progranu selected by a customer is discussed below in coojunctian with FIG 7. 

PROGRAM PACKAGING 

Small entitlements can be established for many sets of programs of vaiying size, 
using the tree schema of the present invention. A target set, S, is establiahed using the 
collection of programs to be packaged. A minimal set of tree nodes is obtained whose 
subtrees precisely cover the target set, S, as follows: 

T(S) = Z c 7" such that y /'(«) =S,cmd\Z\a minimal , 

The entitlement information for the package, S, is the set of intermediate keys, 
Ki, held at the nodes of T(S). As indicated above, this set of keys allows the set-top 
terminal 400 to decrypt exactly the programs in S but nothing else. It is noted tbat, in 
principle^ the tree scheme of the present invention can create endtlement information for 
any artritraiy target set, S. It is fiirther noted, however, that if die program identifiers, p, 
are assigned arbitrarily then the entttlemeat iiifbrmation may become prohibitively large 
for the limited secure memory of the set-top terminals 400. 

PROCESSES 

As discussed above, the head-end server 300 executes an entitlement information 
distribution process 700, shown in FIG. 7, to generate and distribute the entitlement 
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infbrmBtioii 600 required by each customer to scchs entitled programs As previously 
indicated, the entitlement infonnation 600 consists of the intermediate key value, Ki, and 
an indication of the corresponding piutial pro-am identifier, p, for sacti node of the key 
tree 200 that is necessary to derive the program keys, Kp, for the programs to which the 
customer is entitled. 

Thus, the entitlement infiwmation distribution process 700 initially identifies the 
programs selected by the customer during step 710. Thereafter, the entitlement 
infonnation distrilnition process 700 finds a minimal set of tree nodes, T{S), whose 
subtrees precisely cover the target set, S. The target set, S, is decomposed during step 
720 into maximal di^oint intervals of consecutive program identifiers, p. It is noted thai 
two program identifiers, p, are considered consecutive if the integers corresponding to 
the binary representations are consecutive. A cover, T{S), is then found for each interval 
during step 730. The set of intermediate keys, Ki, and correspondiitg partial program 
idemiflers, p, held at the nodes of the cover, T(S}, for each interval are generated duritig 
step 740. Finally, the generated entitlement information is downloaded by the head-end 
server 300 to the set-top terminal 400 during step 750, before program control 
terminates during step 760, 

The number of intervals in the target set, S, is referred to as I(S). To compute a 
cover. T(S), for a single intei val of program identifiers, p, on the order of n tree nodes 
must be visited in a key tree 200 of depth n. Thus, the time complexity of the 
entitlement infonnatioa distribution process 700 is on the order of I(S)'n. Likewise, the 
ai^e of the minimal cover. T(S), Is on the order of I(S)n. Programs with related content 
should be assigned program identifiers, p, that allow them to be packaged e£Sciently. In 
one implemeatation, bade packages are of the fbim all program identifiers, p, with a bit 
prefix ]i. An entitlement for such a angle-topic package is a single key in the key tree 
300. Moreover, multi-topic packages can be assembled with no side-effects. The 
entitlement information is simply the set of keys for the individual topics that comprise 
the multi-topic package. In accordance with the present invention, a package defined by 
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a preSx \i does not allow the set-top tenninal 400 to deciypt prognnu with a 0 prefix of 
the same length. 

As discussed above, the hsad-end server 300 executes a program distribution 
process 800, shown in FIG. 8, to derive the program key, Kp, based on the program 
identifier, p, assigned to the program and the master key, tn, in order to enciypt and 
transmit the prograiu with the program identifier, p. It is noted that the program 
distribution process 800, other tiian the actual transmission step, can be executed offline 
or in real-time. As illustrated in FIG. 8, the program distribution process 800 begins the 
processes embodying the principles of the present invention during step 810 by 
identifying a program to be transanitted. 

Thereafter, the program distribution process 800 retrieves the program identifier, 
p. corresponding to the program firnn the pn^ram database 500, during step 820, and 
then calculates the program key, Kp, cotiesponding to the program during step 830. The 
prognun will then be encr^ted diinng step 840 with the program key, Kp, calculated 
during the previous step. Finally, the program distribution process 800 will transmit the 
encrypted program together with the program identifier, p, during st^ 850, before 
program control tenninates during step iOO. It is noted diat the program identifier, p, 
can be transmitted periodically interieaved throughout the transmission of the program 
information, so that a customer can change channels during a program and be able to 
derive the program key, Kp, which is required to decrypt the program. In an alternate 
embodiment, the program idendlier, p, can be continuously transmitted on a separate 
control channel, such as a Barker channel. 

As discussed abovs, the set-top terminal 400 executes a decode process 900, 
shown in FIG. 9, to decrypt programs that a customer is entitled to, by using the 
received program identifier, p, and the stored entitlement information 600 to derive the 
program key, Kp, and then using the program key, Kp, to decrypt the program. As 
illustrated in FIG. 9, the decode process 900 begins the processes embodying the 
principles of the present invention during step 910, upon receipt of a customer 
instiuction to tune to a particular channel. 
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Thereafter, the set-top terminal 400 will receive the appropriate signal during 
step 920, inchiding the encrypted program and the transmitted program identifier, p. 
The decode process 900 then retrieves the stored entitiemeut information from the 
entitlement database 600 during step 930. A test is performed during step 940 to 
deterinine if with the transmitted program. If it is determined during step 940 that an 
eutiy does not STdst in the entitletnent database 600 having a partial program identifier, p, 
that matches the most significant bits of the received program identifier, p, then the 
customer is not entitled to the selected pro-am and program control terminates during 
step 980. 

Ti, however, an entry does exist in the entitlement database 600 having a partial 
program identifier, p, that matches the most significant bits of the received prograin 
identifier, p, then the customer is entitled to the selected program. Thus, the program 
key, Kp, is then calculated during step 960 using the intermediate key, Ki, retrieved from 
the entry of the sntitleimeiit database 600. Specifically, the program key, IC^ is computed 
by activating tiie appropriate hash fimction, Ho or Hi, as directed by the value of each of 
the n - r low order bits of the program identifier, p, as follovirs: 

AT, =/r^C.,tf^(ff„(/:, ))...). 

Finally, the program is deciypted using the derived program key, Kp, during step 
970, before program control terminates during step 980 It is noted that if the received 
program is not part of the customer's entitlement, then there is no entitlement 
information in the entitlement database 600 having a partial program identifier, p, that 
matches the low urder bits of the program identieer, p, received with the transmitted 
projjram. 

It is further noted that the decode process 900 can wait for the customer to 
request a particular channel before attempting to derive the decryption keys and 
determine whether the customer is entitled to the requested channel, as described above, 
or the decode process 900 can ahematively periodically scan all channels to obtain the 
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transmitted program identifiers, p, in order to derive the decryption l^eys for storage in 
the data storage device 420 and predstermine the customer's entitlement. 

SUITABLE IIASH FUNCTIONS 

As previously indicated, if the hash fiinction, H, is a pseudo-random bit generator, 
then the mapping of p -» Kp is provably a pseudo-random fiinction. Thus, if the actual 
hash function, H, is cryptographically strong, then the encryption keys would be 
unpredictable. Accordingly, if a pirate only has access to the encrypted program 
broadcast, the knowledge that the keys were generated using the tree scheme of the 
present invention does not seem to hdp in hreakins the encryption. Therefbre, 
essentially the only concern is to ensure that the video encryption algorithm can 
withstand known plaintext attacks. 

The hash fiinction, H, should possess two properties. First, it must be hard to 
compute the input x given half of the image Ha(x) or Hi(x) for the hash fiinction, H. 
This certainly holds for any ciyptographic ha^ 11, which is hand to invert even when 
both halves of the image are known. In addition, it must be hard to compute Ho(x) even 
when Hi{x) is known, and vice versa. In principle, it may be easier to complete a missing 
half-key when the other half is known, even if the fimction H is hard to invert. If this is 
the case^ thai a pirate v^o knows the program key, K, for a node u may be able to 
compute the key to a sibling node; v, and then to all the programs in the subtree of node 

One advantage of the tree scheme m a>jcordance with the present invention is that 
it makes merging pirated entidements inefScient. Consider a pair of sibling programs, pi 
and P2, and their parent node, u. Suppose that the pirate knows the program key, Kp, 
corresponding to both iirograms, pi and p2, which are the two halves of H(Kp(u)). The 
pirate still cannot invert H and compute Kp(u) since II is a cryptographic hash function. 
Thus, the merged pirated entitlements would have to contain both Kp(pi) and Kp([)2), 
rather than mors compact Kp{u). Thus, breaking into multiple set-top terminals 400 with 

18 BIsichenbacher 1-S 
cheap (but different) entitlements is not a good strategy for the pirate, since the 
combined entitlement will be very large. 

As previously indicated, suitabis pseudo-random hash fiinctions are discussed, for 
example, in O. GoUreich et al., "How to Construct Random Functions," J. ACM, 
3 3 : 792-807 ( 1986), incorporatBd by reference above. 

It is to be understood that the embodiments and varialJons shown and described 
herein are merely iUustiative of the pdnciptes of this invention and that various 
modifications may be implemented by those skilled in the art without departing from the 
scope and spirit of the invention. 
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A system for restricting access to transmitted programming content is 
disclosed, which transmits a program identifier with the encrypted programming content. 
A set-top terminal or similar mechanism restricts access to the transmitted tnultimedia 
information using stored decryption keys. The set-top terminal receives entitlement 
information periodically firom the head-end, corresponding to one or more packages of 
programs that the customer is entitled to for a given period. Each program is encrypted 
by the head-end server piior to transmission, using a program key, Kp, which may be 
unique to the program. The set-top terminal uses the received program identifier, p, 
together with the stored entitlement information, to detivs the dscryption key necessary 
to decrypt the program. Each of the A-bit program keys, Kp, used to encrypt transmitted 
programs is obtained by applying one or more pseudo-random hash fiinctions, II, such as 
a length-doubUng hash fimction, H, to a master key, m. The illustrative hash (unction, H, 
takes a ^-bit binary value and produces a binary value having a length of 2k, with lit 
being the left half of the output of the hash function, and Hi being the right half of the 
output of the hash function. A program key, Kp, is obtained by recursively applying a 
hash fimction. Ho or Hi, to the master key, m, depending on the corresponding binaiy 
vahie of each bit position of the program identifler, p. The hash operation is represented 
in terms of an n-level binaiy tree, T, referred to as the key tree, with the master key, m, 
placed at the root of the tree. The tree is generated by applying the hash functions Ho 
and Hi to each node, until the desired number of tree levels (n) have been created. The 
proRram keys, K,, correspond to the leaf nodes at the bottom level of the tree. The 
program identifier, p, associated with each program key, K„ corresponds to the path 
through the key tree firom the root to the desired leaf node. 
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PROBLEM TO BE SOLVED: To provide a system to limit access to 
contents of transmission program such as television program. 
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receives entitlement information corresponding to a package of one or 
a plurality of programs that can normally be received for a period 
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CLAIMS 



[Claim(s)] 

[Claim 1] The step which assigns the program identifier which is the approach of transmitting the program 
which can carry out access restriction to an end user, and has (A) binary value to said program, (B) The step 
which enciphers said program by using the step which defines at least one master key, and the program key 
obtained by applying at least one Hash Ftmction to said master key based on the binary value of the (C) 
aforementioned program identifier, (D) Approach characterized by having the step which sends said 
enciphered program to said end user with said program identifier. 

[Claim 2] Said program identifier is an approach according to claim 1 characterized by applying one of said 
the Hash Funcfions to each location of n bits of said program identifier according to the bit value to which it 
becomes from n bits and said program identifier corresponds. 

(Claim 3] (E) The approach according to claim 1 characterized by having further the step which provides 
said end user with entitlement information based on the set of the program acquired by said erid user. 
[Claim 4] The approach according to claim 3 characterized by including some key trees based on the set of 
the program acquired by said end user in said entitlement information. 

[Claim 5] Said end user is an approach according to claim 3 characterized by using said program identifier 
in order to obtain said program key from said memorized entitlement information. 
[Claim 6] Said program identifier is an approach according to claim 1 characterized by interleaving with 
transmission of said encryption program. 

[Claim 7] Said program identifier is an approach according to claim 1 characterized by being transmitted on 
a control channel. 

[Claim 8] The approach characterized by to have the step enciphered using the program key which is the 
approach of transmitting a program to two or more end users, and was obtained by applying a Hash 
Function to the master key based on the binary value of each bit position of said program identifier for the 
program which has (A) program identifier recurrently, and the step which transmits the program which 
carried out (B) encryption, and said program identifier to said end user. 

[Claim 9] Said program identifier is an approach according to claim 8 characterized by applying said Hash 
Function to each location of n bits of said program identifier according to the bit value to which it becomes 
from n bits and said program identifier corresponds. 

[Claim 10] (C) The approach according to claim 8 characterized by having further the step which provides 
said end user with entitlement information based on the set of the program acquired by said end user. 
[Claim 11] The approach according to claim 10 characterized by including some key trees based on the set of 
the program acquired by said end user in said entitlement information. 

[Claim 12] Said end user is an approach according to claim 10 characterized by using said program identifier 
in order to obtain said program key from said memorized entitlement information. 
[Claim 13] Said program identifier is an approach according to claim 8 characterized by interleaving with 
transmission of said encryption program. 



[Claim 14] Said prograim identifier is an approach according to claim 8 characterized by being transmitted 
on a control channel. 

[Claim 15] It is the approach of transmitting the program corresponding to at least one program package to 
two or more end users. (A) The step which provides said end user with entitlement information based on 
the set of the program acquired by said end user, (B) The step enciphered using the program key obtained 
by applying a Hash Function to the master key based on the binary value of each bit position of said 
program identifier for the program which has a program identifier recurrently, (C) Have further the step 
which transmits said program identifier to said end user with the enciphered program, and if said end user 
is a just user of said program Said end user is an approach characterized by obtaining said program key 
from the memorized entitlement information. 

[Claim 16] Said program identifier is an approach according to claim 15 characterized by applying one of 
said the Hash Functions to each location of n bits of said program identifier according to the bit value to 
which it becomes from n bits and said program identifier corresponds. 

[Claim 17] The approach according to claim 15 characterized by including some key trees based on the set of 
the program acquired by said end user in said entitlement information. 

[Claim 18] Said end user is an approach according to claim 15 characterized by using said program identifier 
in order to obtain said program key from said memorized entitlement information. 

[Claim 19] Said program identifier is an approach according to claim 15 characterized by interleaving with 
transmission of said encryption program. 

[Claim 20] Said program identifier is an approach according to claim 15 characterized by being transmitted 
on a control channel. 

[Claim 21] The step which receives the entitlement information which is the approach of decoding the 
enciphered program and contains at least one middle key from a key tree based on the set of the program 
which said customer acquired from the provider of the (A) aforementioned program, (B) The encryption 
program enciphered by the program key, and the step which receives a program identifier, (C) Approach 
characterized by having the step which obtains said program key from the part said program identifier and 
said key tree were remembered to be, and the step which decodes said encryption program using the (D) 
aforementioned program key. 

[Claim 22] It is the approach according to claim 21 which said program identifier consists of n bits, and said 
master key is arranged on the root of said key tree, and is characterized by generating said key tree when 
said key tree applies a Hash Function to each node until the tree level of n is made. 
[Claim 23] It is the approach of decoding the enciphered program. From the provider of the (A) 
aforementioned program The step which receives the entitlement information which contains at least one 
middle key from the key tree based on the set of the program which a customer acquires, (B) The encryption 
program enciphered by the program key, and the step which receives a program identifier, (C) The step 
which obtains said program key frOm the part the key tree was remembered to be from said program 
identifier and said middle key by applying a Hash Function to said middle key recurrently based on the 
binary value of said program identifier, (D) Approach characterized by having the step which decodes said 
encryption program using said program key. 

[Claim 24] It is the approach according to claim 23 which said program identifier consists of n bits, and said 
middle key corresponds to the intermediate node in the level r of said key tree, and is characterized by 
carrying out n-r time application of said Hash Function at said middle key. 

[Claim 25] The memory which is the system which transmits the program which restricts access to an end 
user, and memorizes the (A) master key and a computer readout possible code, (B) It has the processor 
connected with said memory in actuation. This processor (a) The program identifier which has a binary 
value is assigned to said program, (b) Define at least one master key and said program is enciphered using a 
program key by applying at least one Hash Function to said master key based on the binary value of the (c) 



aforementioned program identifier, (d) System characterized by constituting so that an encryption program 
may be transmitted to said end user with said program identifier. 

[Claim 26] The memory which is the system which transmits the program to which access to an end user 
was restricted, and memorizes the (A) master key and the code which can be computer read, (B) It has the 
processor connected with said memory on actuation. Said processor (a) The program key obtained by 
applying a Hash Function to a master key recurrently based on the binary value of each bit position of said 
program identifier is used. The system characterized by constituting so that this program that enciphered 
this program that has a program identifier and was enciphered by the (b) aforementioned end user, and said 
program identifier may be transmitted. 

[Claim 27] The memory which is the system which decodes the enciphered program and memorizes the (A) 
master key and the code which can be computer read, (B) It has the processor connected with said memory 
on actuation. Said processor (a) The entitlement information containing the part of the key tree based on the . 
set of the program acquired by said customer is received from the provider of this program, (b) The 
encryption program enciphered by the program key and a program identifier are received, (c) System 
characterized by obtaining said program key from said part said program identifier and said key tree were 
remembered to be, and constituting so that said encryption program may be decoded using the (d) 
aforementioned program key. 

[Claim 28] It is the medium by which the code means which can be computer read was mounted and which 
can be computer read. This means that can be computer read assigns the program identifier which has (a) 
binary value at the time of actuation to a program, (b) Define at least one master key and the program key 
obtained by applying at least one Hash Function to said master key based on the binary value of the (c) 
aforementioned program identifier is used. The medium which is characterized by transmitting this 
program that enciphered this program and was enciphered with the (d) aforementioned program identifier 
to an end user and which can be computer read. 

[Claim 29] It is the medium by which the code means which can be computer read was mounted and which 
can be computer read. This means that can be computer read receives the entitlement information 
containing the part of the key tree based on the set of the program acquired by the (a) aforementioned 
customer at the time of actuation from the provider of this program, (b) The encryption program enciphered 
by the program key and a program identifier are received, (c) Medium which is characterized by obtaining 
said program key from said part said program identifier and said key tree were remembered to be, and 
decoding said encryption program using the (d) aforementioned program key and which can be computer 
read. 



[Translation done.] 
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DETAILED DESCRIPTION 



[Detailed Description of the Invention] 
[0001] 

[Field of the Invention] This invention relates to the system which transmits the program decoded with the 
memorized entitlement information using the program identifier used by the set top terminal, in order to 
obtain a decode key required to decode a program especially about the system which restricts access to the 
contents of transmitting programming. 
[0002] 

[Description of the Prior Art] It is still more important that a service provider like a cable television operator 
or a digital satellite service operator offers the package of the channel to which a majority of a television 
viewer's population is satisfied, or a program as the number of channels with an available television viewer 
increases and the range of the available contents of programming increases in number by such channel. 
Generally development of the package with which a customer is provided is a marketing function. A service 
provider is wanted to offer the package of various sizes generally. For example, they are all programs, the 
combination between them, etc. from one program. 

[0003] A service provider usually broadcasts a television program from the transmitter called a "head end" 
to many customers. Each customer is usually concerned with a part of programming to receive. For 
example, in a broadcast environment, any man can receive programming transmitted with a suitable 
receiver like an antenna or a satellite disk. In order to restrict access of a program only to the normal 
customer who purchased the package, a service provider usually enciphers a transmitting program and 
contains 1 or two or more code machines in a customer. A set top terminal (STT) is offered. By such 
approach, a set top terminal receives encryption transmission and the program which a customer looks at is 
enciphered. Nothing is carried out but this. 

[0004] In order that the confidentiality memorized in the set top terminal may make piracy of high 
information min, a set top terminal is usually equipped with a secure processor or secure memory. This 
secure memory has the capacity of several kilobits order, and memorizes a code key. Generally secure 
memory is not volatility but tamper REJISUTANTO. Moreover, secure memory has that it can write [ much 
] in and can carry out the rep ro gram of the key for every accounting period. Since the secure memory 
capacity of the conventional set top terminal is restricted, the number of the keys memorized will be 
restricted and the number of the packages which a service provider offers will also be restricted. The 
number of the programs which a service provider broadcasts to the accounting period of a moon unit may 
usually be the order of 200,000. 

[0005] The conventional set top terminal has a thing containing bit VEKUTORU which has a bit entry 
corresponding to each package of the program which a service provider offers. If a specific customer is the 
normal addressee of a package, the bit entry in the bit vector memorized in a set top terminal will be set to 
"1." After that, all the programs that a service provider transmits are enciphered by one key. If a program is 
received, a set top terminal will judge whether the bit entry which accesses and corresponds to a bit vector is 
set. If the bit entry is set, as for a set top terminal, a program will be decoded using one memorized code 



machine. 

[0006] Although it seems to a theory top that flexibility is attained by the bit vector method by offering one 
bit entry to each package (a package consisting of one program generally), the die length of a bit vector is 
not practical in the system which transmits many programs to one accounting period. Moreover, the access 
control in such a system is exclusively given by the entry in a bit vector, and is not code-like (cryptographic). 
Therefore, if a customer can write in a bit vector and can set all bits to "1", a customer will be able to access 
all programs. 

[0007] Moreover, a program is divided into each package and there are some as which all the programs in a 
package are enciphered using the same key. Each package corresponds to one television charmel. A set top 
terminal memorizes the decode key to each package the customer of whose is a normal addressee. 
Therefore, if a program is included in two or more packages, that program must be broadcast again for 
corresponding each package of every, and will be enciphered in this the transmission of each by the code 
key corresponding to a specific package. Although it is cryptography-like [ an access control ], by the 
overhead about broadcasting programming again repeatedly, it will not be realistic, and will carry out 
arranging the same program as much packages, and flexibility will be restricted in the design of the package 
of a program. 

[0008] although the conventional system which encipher such contents of a program and be transmit be 
comparatively successful about restrict access only to a normal customer , it have not make it possible to 
provide a customer with the package with which a large number which include much programs , without 
make an overhead increase fairly differ , without a service provider like a television network exceed the 
secure memory capacity to which the set top terminal be restricted . The cryptography-approach arid 
equipment which restrict access to the contents of transmitting programming to the "Vspace system" 
indicated by the United States patent applications 08/912186 (August 15, 1997 apphcation) are indicated. 
[0009] Each program in a Vspace system is enciphered by the head end server before transmission using the 
program key kP. Each program key is the linearity combination of the set with which the master key M was 
defined. The program identifier which identifies a program is transmitted with the contents of encryption 
programming. A customer's set top terminal can obtain a decode key only from the entitlement information 
recorded on the program identifier p which received, and the front. A Vspace system offers a 
cryptography-access-control mechanism, enabling the package which is supple, without extending a 
program header fairly (only a program identifier being transmitted with a program). It is because it is not 
necessary to broadcast a program again for corresponding each package of every. 
[0010] 

[Means for Solving the Problem] Generally, the contents of programming enciphered by 1 or two or more 
customers by the service provider using the transmitter thru/or the head end server are transmitted. The 
program identifier p used for identifying a program is transmitted to a customer with the contents of 
programming. Each customer has other devices in which access restricted to transmitting multimedia 
information using the set top terminal thru/or the decode key is given. A set top terminal receives 1 which 
can receive to normal at a period with a customer, or the entitlement information corresponding to the 
package of two or more programs from a head end. 

[0011] Each program is enciphered by the head end server before transmission using the program key kp. 
the program key kp of an individual ~ the program - unique ~ making . In addition to transmission of the 
enciphered program, a head end server transmits the program identifier p to a set top terminal. A set top 
terminal obtains a decode key required to decode a program using the program identifier p which received 
with the memorized entitlement information. In this approach, if a customer is the normal user of a specific 
program, a set top terminal can obtain the program key kp enciphered using the information memorized 
and received, and can decode the program enciphered using that program key kp after that. In an example, 
the program identifier p can be interleaved to a part of program, and can be transmitted on a separate 



exclusive control channel. 

[0012] Each of k-bit program key kp used for enciphering a transmitting program can be obtained by 
applying 1 or two or more pseudo-random Hash Functions to a master key m. As an example. Hash 
Function H which doubles die length can be used. Therefore, Hash Function H takes a k bit binary value, 
and makes the binary value of the die length of 2k. The output of Hash Function H can be expressed as pair 
HO of k-bit binary value as HI. Here, HO can be identified as a left half of the output of the Hash Function 
concerned, and HI can be identified as a right half of the output of the Hash Function concerned. 
[0013] As an example, the program key kp can be obtained according to the binary value to which each bit 
position of the program identifier p corresponds by applying recurrently Hash Functions HO or HI to a 
master key. Therefore, if the program identifier p consists of m bits, one side of Hash Functions HO or HI 
will be applied to each bit position of n of the program identifier p according to the bit value to which the 
program identifier p corresponds. First, one side of Hash Functions HO or HI is applied to a master key 
according to the binary value which is the leftmost digit bit of the program identifier p. After that, according 
to the binary value of a corresponding bit, one side of Hash Functions HO or HI is applied to the result of a 
pre- hash operation to each remairung bit position (n-1). Count of the program key kp can be expressed as 
follows. 
[Equation 1] 

[0014] Such a hash operation can be expressed in relation to n level binary tree T (called a key tree) by which 
the root 2 master key m of a tree is arranged. A tree is generable by applying Hash Functions HO and HI to 
each node until a desired number of tree-level (n) is made. The program key kp corresponds to the leaf (leaf) 
node in the bottom (bottom) level of a tree. The binary index (the same the program identifier [ And ] p) 
corresponding to each program key kp corresponds to the pass (way) which passes along the key tree from 
the root to a desired leaf node. Therefore, the index thru/or label of Node u is cormection of the label on H 
on the pass from the root to Node u. T (u) can calculate any key of the program in subtree T (u) by carrying 
out time (n-r) actuation of the Hash Fvinction to the internal node u (ul, ur) in depth r in the subtree 
which makes Node u the root, i.e., the key tree which has the partial program identifier p showing the set of 
the program identifier p corresponding to the leaf in the subtree of Node u. 
[0015] 

[Embodiment of the Invention] Drawing 1 has shown the network environment which transmits video, an 
audio, and encryption multimedia information like data to 1 or two or more customers who have the set top 
terminals 400-401 through 1 or two or more distribution networks 110 using a transmitter like the head end 
server 300 from a service provider. This head end server 300 argues in relation to drawing 3 in the bottom, 
and argues about the set top terminal 400 in relation to drawing 4 in the bottom. In this specification, a set 
top terminal includes any device in which access restriction is given to the multimedia information 
transmitted using the decode key. For example, a computer configuration and a communication link device 
are included. A service provider may download the software which a set top terminal performs. A network 
110 can be made into the wireless broadcasting network which distributes contents of programming like 
digital satellite service (DSSTM), a cable television network (CATV), a public switching network (PSTN), an 
optical network, ISDN, and a cable network like the Internet. 

[0016] The set top terminal 400 receives entitlement information intermittently from the head end server 300, 
and enables a customer to access the program whose customer is a registered user between a certain time 
intervals (for example, accounting period). In this specification, a package is the set of a predetermined 
program and a certain program can belong to 1 or two or more packages. A program means all of , 
continuous multimedia transmission of the episode of television, or specific die length like a movie. 
Entitlement information is downloadable in the set top terminal 400 from the head end server 300 using 



which suitable secure one way or bidirectional protocol. 

[0017] Program key and program identifier each transmitting program is enciphered by the head end server 
300 using the program key kp. This program key kp can be made unique to a program. Suitable encryption 
and a security technique are indicated by reference, B.Schneier, and Apphed Cryptography (2d ed.l997). In 
addition to transmission of an encryption program, the head end server 300 also transmits a n bit program 
identifier to the set top terminal 400. This is used by the set top terminal 400 with the memorized entitled 
information, and as shown in a detail, it obtains a decode key reqmred to decode a program in the bottom. 
[0018] The program identifier p is not chosen as arbitration so that the item of the bottom entitled 
assigrunent of the program identifier to a program may explain. In a desirable example, the program 
identifier p can consist of the 32-bit value transmitted in the ECM field specified to MPEG-2 criterion. In this 
case, if it is the registered user of the program of specification [ a customer ], the set top terminal 400 can 
obtain the program key kp from the information memorized and received, and it can use the program key 
kp so that an encryption program may be decoded after that. 

[0019] According to the further description of this invention, each of the k-bit program key kp used for an 
encryption transmitting program can be obtained by applying 1 or two or more pseudo-random Hash 
Functions to a master key m. Explanation of a suitable pseudo-random Hash Function is indicated by 
reference and O.Goldreich et al. and "How to Construct Random Functions" J.ACM and 33:792-807 (1986). 
[0020] As an example, it is secure in cryptography, and the Hash Function which doubles die length is used 
as follows. 

H: {0, 1} k->{0, l}2k - here, k is the die length of the program key kp. Therefore, Hash Function H takes the 
binary value of k bits, and makes the binary value of die-length 2k. The output of this Hash Function H can 
be expressed as pair HO of a k bit binary value as HI. Here, HO is the left-hand side one half (left-hand side 
digit bit) of the output of Hash Function H, and is H. {1} is the right-hand side one half (right-hand side digit 
bit) of the output of Hash Function H. HO and HI can be called a separate Hash Function. 
[0021] If it is k= 160, H can be specified using secret hash standard SHA-1 which is indicated by reference. 
Secure Hash Standard, National Institute of Standards and Technology, NIST FIPS PUB 180-1, and 
U.S.Dept.of Commerce (April, 1995). That is, HO is set to SHA-1 (x 1 1 0), and HI hims into SHA-1 (x I 1 1). 
Here, 0 and 1 are the bit stiings of all the bit strings 1 of 0 altogether, respectively. 

[0022] The program key kp can be obtained by applying recurrentiy 1 or two or more Hash Fimctions to a 
master key m according to the binary value of the program identifier p. As an example, the program key kp 
can be obtained by applying recurrently one side of Hash Functions HO or HI to a master key m according 
to the binary value of each bit position of the program identifier p. Generally, if the program identifier p 
consists of n bits, according to the bit value to which the program identifier p corresponds, one side of Hash 
Functions HO or HI will be applied to each of the bit position of n of the program identifier p (it starts from 
a leftmost bit). 

[0023] One side of Hash Functions HO or HI is first applied to a master key according to the binary value 
which is a leftmost digit bit. After that, according to the binary value which is the bit to which one side of 
Hash Functions HO or HI corresponds, it is applied to the result of pre- hash actuation to each remaining bit 
position (n-1). This hash actuation can be expressed as follows so that the item of a title called lower "key 
tree" may explain. 
[Equation 2] 

[0024] As mentioned above, the head end server 300 transmits the program identifier p with an encryption 
program. Therefore, if the program identifier p is given, the set top terminal 400 must obtain the program 
key kp used for decode of a receiving agent. As mentioned above, the program key kp can be obtained by 
applying recurrently 1 or two or more Hash Fimctions to a master key m according to the binary value of 



the program identifier p. The program key kp must be obtained by a customer's set top terminal 400, using 
indirectly the memorized entitlement information and the program identifier p which received which is 
explained in the bottom. 

[0025] As explained on the key tree, the program key kp can be obtained by using recurrently 1 or two or 
more Hash Functions for a master key m according to the binary value of the program identifier p. The k-bit 
single master key m is used. The bit of the program identifier p can be expressed as p= (pi, pn). Here, pi 
is a leftmost digit bit and is a rightmost digit bit. The cryptographic key kp to the program which has the 
program identifier p can be defined as follows. 
[Equation 3] 

K^=H^_{...ff^^(H^im))...) 

[0026] Hash actuation can be expressed as a perfect n level binary tree T like the key tree 200 shown in 
drawing 2 . The key tree 200 shown in drawing 2 corresponds to the example of mounting which has the 
program identifier p which consists of a triplet. As shown in drawing 2 , a master key m is arranged on the 
root 210 of a tree 200. The program key kp corresponds to a leaf node like leaf nodes 240-247. The index 
corresponding to each program key kp shown in drawing 2 like the index Oil corresponding to the program 
key kp of the DERIFU node 243 shows the pass which lets the key tree 200 from the root 210 to a leaf node 
243 pass. For example, the program key kp of 243 can be obtained by following with the left edge (HO) from 
the root 210, the right edge (HI) from a node 220, and the right edge (HI) from a node 232. That is, HI is 
further applied for HO to the 2nd hash result. The program key kpOll can be obtained. 
[0027] Therefore, the label of a node u like a node 243 is what cormected the label on the edge of the pass to 
Node u from the root 210. The label of each node can be specified by the program identifier p. Since the 
subtree which makes Node u the root is expressed, T (u) is used (namely, since the set of the program 
identifier p corresponding to the leaf in the subtree of Node u is expressed). The internal node u in depth r 
in the key tree 200 has the partial program identifier p (ul, ur), and can calculate the key of which 
program in subtree T (u) to these. Any key of the program in the subtree of Node u is calculable by carrying 
out time (n-r) actuation of the Hash Function. Specifically, it uses so that the value of each bit of the low 
digit of (n-r) of the program identifier p may direct suitable Hash Functions HO or HI. Therefore, the 
program key kp corresponding to Node u can function as an entitlement to all the programs in the subtree 
of Node u. 

[0028] If Function H is a pseudo-random generator, mapping kp{0, 1} ->[ n] {0, 1} k of the program key 
which the master key m parameterized is a pseudo-random function. This is indicated by reference, and 

0. Goldreich et al. and "How toConstruct Random Functions" J.ACM and 33:792-807 (1986). 

[0029] System component drawing 3 is the block diagram showing the head end server's 300 AKI theque 
char. A head end shall be related with the service provider of the arbitration which transmits a television 
network, a cable employment person, a digital satellite service employment person, or the contents of 
encryption programming, the head end server 300 ~ for example, IBM ~ it can mount with RS6000 server 
which Corp(s) and manufactures, and the function and actuation of this invention can be performed. The 
head end server 300 is equipped with related memory like a processor 310 and the data storage device 320. 
A processor 310 may be mounted as a single processor and may be mounted as some processors which 
operate to juxtaposition. The data storage device 320 and ROM are made to memorize 1 or two or more 
instructions, and a processor 310 enables it to perform by taking out and interpreting. 

[0030] As mentioned above, the data storage device 320 is equipped with the master key database 350 which 
memorizes a master key m. For example, a master key m can be updated like [ for every accounting period 

1. Moreover, the data storage device 320 has the program database 500 so that it may explain in relation to 
drawing 5 in the bottom. The program database 500 presents the program identifier p and the related 
package corresponding to each program, moreover, drawing 7 R> — the data storage device 320 has the 



entitlement information delivery process 700 and the program delivery process 800 so that it may explain in 
relation to 7 and 8. 

[0031] Generally, the entitlement information delivery process 700 generates and distributes the entitlement 
information which each customer needs to accessing the program which is a registered user. Moreover, the 
program dehvery process 800 obtains the program key kp based on the program identifier p assigned to the 
program, in ordel- to encipher a program and to transmit by the program identifier p. 
[0032] The communication link port 330 links the head end server 300 to each cormected receiver like the set 
top terminal 400 which showed the head end server 300 to the network 110 at a bond and drawing 1 . 
[0033] Drawing 4 is ihe block diagram showing the AKI theque char of the set top terminal 400. The set top 
terminal 400 can be mounted as a set top terminal (STT) corresponding to television, and it can be changed 
so that the function and actuation of this invention may be performed. The set top terminal 400 is equipped 
with a processor 410 and memory like data storage 420, and the commurucation link port 430, and operates 
by the same approach as the above hardware relevant to drawing 3 . 

[0034] Data storage 420 is equipped with the entitlement database 600 memorizable into the secure part of 
data storage 420 so that it may explain in relation to drawing 6 in the bottom. The entitlement database 600 
contains the part of the key tree 200 required in order that a customer may get the program key kp to the 
program which has an entitlement. Moreover, data storage 420 is equipped with Hash Functions HO and HI 
(440). Moreover, data storage 420 includes the decoding process 900 so that it may explain in relation to 
drawing 9 in the bottom. Generally, using the program identifier p received in order to obtain the prograrri 
key kp, and the memorized entitlement information 600, in order to decode a program, the program key kp 
is used for the decoding process 900, and it decodes the program whose customer has an entitlement. 
[0035] Drawing 5 shows the program database 500 which memorizes information on each program p 
transmitted by the head end server 300. This information is transmitted to for example, an accovmting 
period with the program identifier p to which that program belongs and which packs and corresponds. The 
program database 500 holds two or more decodings like records 505-520. These are related with a different 
program, respectively. The program database 500 contains the program identifier p which corresponds in 
the field 535 including directions of the corresponding package with which the program belongs in the field 
530 to each program identifier identified by the program name in the field 525. 

[0036] Drawing 6 shows the entitlement database 600 containing the part of the key tree 200 required for a 
customer to get the program key kp to the program which has an entitlement. As mentioned above, T (u) 
expresses the set of the program identifier p corresponding to the leaf nodes 240-247 in the subtree which 
makes Node u the root, i.e., the subtree of Node u. For example, supposing a customer has an entitlement 
about receiving four programs corresponding to leaf nodes 240-243, entitlement information will consist of a 
middle key corresponding to a node 220. In this approach, if needed, suitable Hash Functions HO and HI 
(440) can be used in order to obtain the program key kp to each nodes 230, 232, 240-243 in the subtree of a 
node 220. 

[0037] The entitlement database 600 shown by drawing 6 is a registered user who receives four programs 
corresponding to leaf nodes 240-243 (there is an entitlement), and is a registered user who receives two 
programs corresponding to leaf nodes 246-247. Therefore, the entitlement information recorded on the 

entitlement database 600 consists of a middle key corresponding to a node 220 and a node 236. nodes 220 
and 236 ~ it is alike, respectively, and it receives, and the entitlement information recorded on the 
entitlement database 600 has the middle key values kio and kill, respectively, and has corresponding 
directions of the partial program identifier p. The approach by which the entitlement database 600 is 
generated by the entitlement information delivery process 700 based on the package of the program which 
the customer chose is explained in relation to drawing 7 in the bottom. 

[0038] A small entitlement is establishable to the set of many programs of various sizes using the tree 
method of program packaging this invention. The target set S is established using the set of the program 



packed. The minimum set of a tree node with which a subtree covers the target set S correctly is obtained as 

follows. 

[Equation 4] 

TiS) = Z qT fztiU [jnu) = s . |z| rim/> 

[0039] The entitlement information over Package S is the set ki of the middle key held in the node of T (S). 
As shown in a top, the set top terminal 400 decodes the program in S (accepting it) correctly with the set of 
this key. Theoretically, the tree method of this invention can build the entitlement information over the 
target set S of which arbitration, furthermore — however, if the program identifier p is assigned to 
arbitration, entitlement information will become so large that it is not allowed for the secure memory to 
which the set top terminal 400 was restricted. 

[0040] a process - as mentioned above, the head end server 300 performs the entitlement information 
delivery process 700 shown in drawing 7 , and generates and distributes the entitlement database 600 
required for each user in order to access the program which is a registered user. As mentioned above, the 
entitlement database 600 consists of corresponding directions and the corresponding middle key value ki of 
a partial program identifier to each node of the key tree 200 required for a customer to get the program key 
kp to the program which is a registered user. 

[0041] Therefore, the entitlement information delivery process 700 identifies first the program which the 
customer chose (710). After that, the entitlement information delivery process 700 finds minimum set [ of a 
tree node ] T (S). The subtree covers the target set S correctly. The target set S is disassembled to the 
maximum De Dis joint interval of the KONSEICYUTIBU program identifier p (720). Two program identifiers 
p are considered to be KONSEKYUTIBU when the integer over the binary expression is KONSEKYUTIBU. 
[0042] And covering T (S) is found to each interval (730). The corresponding partial program identifier p 
held in the node of covering T (S) to Set ki and each interval of a middle key is generated (740). At the end, 
the generated entitlement information dowrUoads to the set top terminal 400 with the head end server 300 
(750), and program control is completed (760). 

[0043] The number of the intervals in the target set S can be set to I (S). In order to calculate covering T (S) to 
the single interval of the program identifier p to the order of the tree node of n, the key tree 200 of depth n 
must be asked. Therefore, the time amount complexity of the entitlement information delivery process 700 
serves as order of I(S) -n. Similarly, the magniti,ide of minimum covering T (S) serves as order of I(S) -n. The 
program identifier p which enables the program of related contents to carry out packaging of them 
efficiently should be assigned. In an example, a fundamental package is the gestalt of all the program 
identifiers p that have the bit prefix mu. 

[0044] The entitlement of such a single topic package is a single ke;y in the key tree 200. Moreover, a 
multi-topic package can be assembled without a side effect. Entitlement information is only the set of a key 
to each TOPICS which consists of a multi-TOPICS package. According to this invention, the package 

specified by Prefix mu does not force to the set top terminal 400 so that a program may be decoded using 
zero prefix of the same die length. 

[0045] As mentioned above, the head end server 300 performs the program delivery process 800 shown in 
drawing 8 , and in order to decode a program and to transmit using the program identifier p, he gets the 
program key kp based on the program identifier p assigned to the program and the master key m. The 
program delivery process 800 is important for performing in off-line thru/or the real time except an actual 
transmitting step. As shown in drawing 8 , the program delivery process 800 starts the process using the 
principle of this invention by identifying the program which should be transmitted (810). 
[0046] After that, the program delivery process 800 takes out the program identifier p corresponding to the 
program from the program database 500 (820), and calculates the program key kp corresponding to the 



program (830). And a program is enciphered using the program key kp calculated at the front step (840). 
Finally, the program delivery process 800 transmits the program enciphered with the program identifier p 
(850), and program control ends it (860). 

[0047] It is important to suppose that it is possible to obtain the program key kp required for the program 
identifier p to be interleaved periodically, able to transmit it through transmission of program information, 
and for a customer change a charmel at the time of a program, and decode a program. In another example, 
the program identifier p can be continuously transmitted on another control channel like a Barker channel. 
[0048] As mentioned above, the set top terminal 400 performs the decoding process 900 shown in drawing 9 
, using the entitlement information 600 and the received program identifier p memorized in order to obtain 
the program key kp, in order to decode the program, the program key kp is used and a customer decodes 
the program by which the entitlement is carried out. As shown in drawing 9 , the decoding process 900 
starts the process which used the principle of this invention on the occasion of the reception of the customer 
directions made to tune up to a specific channel (910). 

[0049] After that, the set top terminal 400 receives the suitable signal containing the enciphered program 
identifier p which was programmed and transmitted (920). The decoding process 900 takes out the 
entitlement information memorized from the entitlement database 600 (930). It judges whether the 
transmitted program is included (940). When the entry which has the partial-program identifier p which 
agrees in the leftmost digit bit of the receiving-agent identifier p at step 940 is judged not to exist in the 
entitlement database 600, a customer does not have an entitlement to the selected program and program 
control is ended (980). 

[0050] However, if an entry exists in the entitlement database 600 which has the partial-program identifier p 
corresponding to the leftmost digit bit of the received program identifier p, a customer has an entitlement to 
the selected program. Therefore, the program key kp is calculated using the middle key ki taken out from 
the entry of the entitlement database 600 (960). Specifically, the program key kp is calculated by operating 
suitable Hash Functions HO or HI so that each value of the bit of the low (n-r) order of the program 
identifier p may direct as follows. 
[Equation 5] 

[0051] Finally, the program is decoded using the obtained program key kp (970), and ends program control 
(980). When the received program is not a part of a customer's entitlement here, it is important that there is 
no entitlement information which has the partial identifier p corresponding to the low bit of the program 
identifier p which received with the transmitting program in the entitlement database 600. 
[0052] The decoding process 900 obtains a decode key, or moreover, as mentioned above Before a customer 
judges whether there is any entitlement to a demand channel In order that it can wait for a customer to 
demand a specific charmel and the decoding process 900 may obtain the transmitting program identifier p 
instead, all channels are scanned periodically. It is important that the decode key to the storage in data 
storage 420 can be obtained, and a customer's entitlement can be judged beforehand again. 
[0053] a suitable Hash Function ~ as mentioned above, if Hash Function H is a pseudo-random bit 
generation machine, it can prove that mapping of p->kp is a pseudo-random function. Therefore, a code key 
cannot be predicted if actual Hash Function H is strong in cryptography. Therefore, if a piracy person has 
access only to encryption program broadcasting, it will not be able to break through a code in the 
knowledge about the key generated using the tree method of this invention. Therefore, only one concerns 
only become ensuring that video encryption algorithm can oppose to a weU-known plain text attack. 
[0054] Hash Function H should hold two properties. Calculating Input x has that it must be difficult noting 
that the one half HO of an image (x) or HI (x) is given to the 1st to Hash Function H. Though this knows the 
image of both these one half, it is actually materialized also to the cryptography-hash [ which ] H with it 



difficult [ to carry out an inverted arch ]. Moreover, though HI (x) was known, it must be difficult to 
calculate HO (x), and the reverse of a thing is also the same. Even if it is difficult fundamentally to carry out 
the inverted arch of the function H, when the key of one one half is known, it becomes easier to complete 
the key of the remaining one half. If that is right, the piracy person who knows Program kp to Node u can 
calculate the key to the SHIBURINGU (sibling: sibling) node v, and can calculate the key to all the programs 
in the subtree of Node v. 

[0055] As one advantage of the tree method according to this invention, merge of an entitlement carried out 
in piracy may be made in inefficient. Pair pi, p2, and those ********** of a SHIBURINGU program are 
considered. A piracy person assumes that the program key kp corresponding to the programs pi and p2 of 
both which are two one half of H (kp (u)) is known. A piracy person still cannot do the inverted arch of the 
H, and cannot calculate kp (u). It is because H is a cryptography-Hash Function. Therefore, the entitlement 
carried out in the merged piracy must contain both kp (pi) and kp (p2) instead of compact kp (u). therefore, 
it is not a strategy good for a piracy person to divide to two or more set top terminals 400 which use a 
CHIPU (it is - although ~ it differs) entitlement. It is because a union ****** entitlement becomes very large. 
[0056] As mentioned above, the suitable pseudo-random Hash Fimction is indicated by reference, and 
O.Goldreich et al. and "How to Construct Random Functions" J.ACM and 33:792-807 (1986). 
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TECHNICAL FIELD 



[Field of the Invention] This invention relates to the system which transmits the program decoded with the 
memorized entitlement information using the program identifier used by the set top terminal, in order to 
obtain a decode key required to decode a program especially about the system which restricts access to the 
contents of transmitting programming. 
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PRIOR ART 



[Description of the Prior Art] It is still more important that a service provider like a cable television operator 
or a digital satellite service operator offers the package of the channel to which a majority of a television 
viewer's population is satisfied, or a program as the number of channels with an available television viewer 
increases and the range of the available contents of programming increases in number by such channel. 
Generally development of the package with which a customer is provided is a marketing function. A service 
provider is wanted to offer the package of various sizes generally. For example, they are all programs, the 
combination between them, etc. from one program. 

[0003] A service provider usually broadcasts a television program from the transmitter called a "head end" 
to many customers. Each customer is usually concerned with a part of programming to receive. For 
example, in a broadcast environment, any man can receive programming transmitted with a suitable 
receiver like an antenna or a satellite disk. In order to restrict access of a program only to the normal 
customer who purchased the package, a service provider usually enciphers a transmitting program and 
contains 1 or two or more code machines in a customer. A set top terminal (STT) is offered. By such 
approach, a set top terminal receives encryption transmission and the program which a customer looks at is 
enciphered. Nothing is carried out but this. 

[0004] In order that the confidentiality memorized in the set top terminal may make piracy of high 
information min, a set top terminal is usually equipped with a secure processor or secure memory. This 
secure memory has the capacity of several kilobits order, and memorizes a code key. Generally secure 
memory is not volatility but tamper REJISUTANTO. Moreover, secure memory has that it can write [ much 
] in and can carry out the repro gram of the key for every accounting period. Since the secure memory 
capacity of the conventional set top terminal is restricted, the number of tiie keys memorized will be 
restricted and the number of the packages which a service provider offers will also be restricted. The 
number of the programs which a service provider broadcasts to the accounting period of a moon unit may 
usually be the order of 200,000. 

[0005] The conventional set top terminal has a thing containing bit VEKUTORU whigh has a bit entry 
corresponding to each package of the program which a service provider offers. If a specific customer is the 
normal addressee of a package, the bit entry in the bit vector memorized in a set top terminal will be set to 
"1." After that, all the programs that a service provider transmits are enciphered by one key. If a program is 
received, a set top terminal will judge whether the bit entry which accesses and corresponds to a bit vector is 
set. If the bit entry is set, as for a set top terminal, a program will be decoded using one memorized code 
machine. 

[0006] Although it seems to a theory top that flexibility is attained by the bit vector method by offering one 
bit entry to each package (a package consisting of one program generally), the die length of a bit vector is 
not practical in the system which transmits many programs to one accounting period. Moreover, the access 
control in such a system is exclusively given by the entry in a bit vector, and is not code-like (cryptographic). 
Therefore, if a customer can write in a bit vector and can set all bits to "1", a customer will be able to access 
all programs. 



[0007] Moreover, a program is divided into each package and there are some as which all the programs in a 
package are enciphered using the same key. Each package corresponds to one television channel. A set top 
terminal memorizes the decode key to each package the customer of whose is a normal addressee. 
Therefore, if a program is included in two or more packages, that program must be broadcast again for 
corresponding each package of every, and will be enciphered in this the transmission of each by the code 
key corresponding to a specific package. Although it is cryptography-like [ an access control ], by the 
overhead about broadcasting programming again repeatedly, it will not be realistic, and will carry out 
arranging the same program as much packages, and flexibility will be restricted in the design of the package 
of a program. 

[0008] although the conventional system which encipher such contents of a program and be transmit be 
comparatively successful about restrict access only to a normal customer , it have not make it possible to 
provide a customer with the package with which a large number which include much programs , without 
make an overhead increase fairly differ , without a service provider like a television network exceed the 
secure meinory capacity to which the set top terminal be restricted . The cryptography-approach and 
equipment which restrict access to the contents of transmitting programming to the "Vspace system" 
indicated by the United States patent applications 08/912186 (August 15, 1997 application) are indicated. 
[0009] Each program in a Vspace system is enciphered by the head end server before transrmssion using the 
program key kP. Each program key is the linearity combination of the set v^th which the master key M was 
defined. The program identifier which identifies a program is transmitted with the contents of encryption 
programming. A customer's set top terminal can obtain a decode key only from the entitlement information 
recorded on the program identifier p which received, and the front. A Vspace system offers a 
cryptography-access-control mechanism, enabling the package which is supple, without extending a 
program header fairly (only a program identifier being transmitted with a program). It is because it is not 
necessary to broadcast a program again for corresponding each package of every. 
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MEANS 



[Means for Solving the Problem] Generally, the contents of programming enciphered by 1 or two or more 
customers by the service provider using the transmitter thru/or the head end server are transmitted. The 
program identifier p used for identifying a program is transmitted to a customer with the contents of 
programming. Each customer has other devices in which access restricted to transmitting multimedia 
information using the set top terminal thru/or the decode key is given. A set top terminal receives 1 which 
can receive to normal at a period with a customer, or the entitlement information corresponding to the 
package of two or more programs from a head end. 

[0011] Each program is enciphered by the head end server before transmission using the program key kp. 
the program key kp of an individual ~ the program ~ unique ~ making . In addition to transmission of the 
enciphered program, a head end server transmits the program identifier p to a set top terminal. A set top 
terminal obtains a decode key required to decode a program using the program identifier p which received 
with the memorized entitlement information. In this approach, if a customer is the normal user of a specific 
program, a set top terminal can obtain the program key kp enciphered using the information memorized 
and received, and can decode the program enciphered using that program key kp after that. In an example, 
the program identifier p can be interleaved to a part of program, and can be transmitted on a separate 
exclusive control channel. 

[0012] Each of k-bit program key kp used for enciphering a transmitting program can be obtained by 
applying 1 or two or more pseudo-random Hash Functions to a master key m. As an example, Hash 
Function H which doubles die length can be used. Therefore, Hash Function H takes a k bit binary value, 
and makes the binary value of the die length of 2k. The output of Hash Function H can be expressed as pair 
HO of k-bit binary value as HI. Here, HO can be identified as a left half of the output of the Hash Function 
concerned, and HI can be identified as a right half of the output of the Hash Function concerned. 
[0013] As an example> the program key kp can be obtained according to the binary value to which each bit 
position of the program identifier p corresponds by applying recurrently Hash Functions HO or HI to a 
master key. Therefore, if the program identifier p consists of m bits, one side of Hash Functions HO or HI 
will be applied to each bit position of n of the program identifier p according to the bit value to which the 
program identifier p corresponds. First, one side of Hash Functions HO or HI is appHed to a master key 
according to the binary value which is the leftmost digit bit of the program identifier p. After that, according 
to the binary value of a corresponding bit, one side of Hash Functions HO or HI is applied to the result of a 
pre- hash operation to each remaining bit position (n-1). Count of the program key kp can be expressed as 
follows. 
[Equation 1] 

[0014] Such a hash operation can be expressed in relation to h level binary tree T (called a key tree) by which 
the root 2 master key m of a tree is arranged. A tree is generable by applying Hash Functions HO and HI to 



each node until a desired number of tree-level (n) is made. The program key kp corresponds to the leaf (leaf) 
node in the bottom (bottom) level of a tree. The binary index (the same the program identifier [ And ] p) 
corresponding to each program key kp corresponds to the pass (way) which passes along the key tree from 
the root to a desired leaf node. Therefore, the index thru/or label of Node u is connection of the label on H 
on the pass from the root to Node u. T (u) can calculate any key of the program in subtree T (u) by carrying 
out time (n-r) actuation of the Hash Function to the internal node u (ul, ur) in depth r in the subtree 
which makes Node u the root, i.e., the key tree which has the partial program identifier p showing the set of 
the program identifier p corresponding to the leaf in the subtree of Node u. 
[0015] 

[Embodiment of the Invention] Drawing 1 has shown the network environment which transmits video, an 
audio, and encryption multimedia information like data to 1 or two or more customers who have the set top 
terminals 400-401 through 1 or two or more distribution networks 110 using a transmitter like the head end 
server 300 from a service provider. This head end server 300 argues in relation to drawing 3 in the bottom, 
and argues about the set top terminal 400 in relation to drawing 4 in the bottom. In this specification, a set 
top terminal includes any device in which access restriction is given to the multimedia information 
transmitted using the decode key. For example, a computer configuration and a communication link device 
are included. A service provider may download the software which a set top terrninal performs. A network 
110 can be made into the wireless broadcasting network which distributes contents of programming like 
digital satellite service (DSSTM), a cable television network (CATV), a public switching network (PSTN), an 
optical network, ISDN, and a cable network like the Internet. 

[0016] The set top terminal 400 receives entitlement information intermittently from the head end server 300, 
and enables a customer to access the program whose customer is a registered user between a certain time 
intervals (for example, accounting period). In this specification, a package is the set of a predetermined 
program and a certain program can belong to 1 or two or more packages. A program means all of 
continuous multimedia transmission of the episode of television, or specific die length like a movie. 
Entitlement information is downloadable in the set top terminal 400 from the head end server 300 using 
which suitable secure one way or bidirectional protocol. 

[0017] Program key and program identifier each transmitting program is enciphered by the head end server 
300 using the program key kp. This program key kp can be made unique to a program. Suitable encryption 
and a security techiuque are indicated by reference, B.Schneier, and Applied Cryptography (2d ed.l997). In 
addition to transniission of an encryption program, the head end server 300 also transmits a n bit program 
identifier to the set top terminal 400. This is used by the set top terminal 400 with the memorized entitled 
information, and as shown in a detail, it obtains a decode key required to decode a program in the bottom. 
[0018] The program identifier p is not chosen as arbitration so that the item of the bottom entitled 
assignment of the program identifier to a program may explain. In a desirable example, the program 
identifier p can consist of the 32-bit value transmitted in the ECM field specified to MPEG-2 criterion. In this 
case, if it is the registered user of the program of specification [ a customer ], the set top terminal 400 can 
obtain the program key kp from the information memorized and received, and it can use the program key 
kp so that an encryption program may be decoded after that. 

[0019] According to the further description of this invention, each of the k-bit program key kp used for an 
encryption transmitting program can be obtained by applying 1 or two or more pseudo-random Hash 
Functions to a master key m. Explanation of a suitable pseudo-random Hash Function is indicated by 
reference and O.Goldreich et al. and "How to Construct Random Functions" J.ACM and 33:792-807 (1986). 
[0020] As an example, it is secure in cryptography, and the Hash Function which doubles die length is used 
as follows. 

H: {0, 1) k->{0, l}2k - here, k is the die length of the program key kp. Therefore, Hash Function H takes the 
binary value of k bits, and makes the binary value of die-length 2k. The output of this Hash Function H can 



be expressed as pair HO of a k bit binary value as HI. Here, HO is the left-hand side one half (left-hand side 
digit bit) of the output of Hash Function H, and is H. {1} is the right-hand side one half (right-hand side digit 
bit) of the output of Hash Function H. HO and HI can be called a separate Hash Function. 
[0021] If it is k= 160, H can be specified using secret hash standard SHA-1 which is indicated by reference. 
Secure Hash Standard, National Institute of Standards and Technology, NIST FIPS PUB 180-1, and 
U.S.Dept.of Commerce (April, 1995). That is, HO is set to SHA-1 (x I 1 0), and HI turns into SHA-1 (x 1 1 1). 
Here, 0 and 1 are the bit strings of all the bit strings 1 of 0 altogether, respectively. 

[0022] The program key kp can be obtained by applying recurrently 1 or two or more Hash Functions to a 
master key m according to the binary value of the program identifier p. As an example, the program key kp 
can be obtained by applying recurrently one side of Hash Functions HO or HI to a master key m according 
to the binary value of each bit position of the program identifier p. Generally, if the program identifier p 
consists of n bits, according to the bit value to which the program identifier p corresponds, one side of Hash 
Functions HO or HI will be applied to each of the bit position of n of the program identifier p (it starts from 
a leftmost bit). 

[0023] One side of Hash Functions HO or HI is first applied to a master key according to the binary value 
which is a leftmost digit bit. After that, according to the binary value which is the bit to which one side of 
Hash Functions HO or HI corresponds, it is applied to the result of pre- hash actuation to each remaining bit 
position (n-1). This hash actuation can be expressed as follows so that the'item of a title called lower "key 
tree" may explain. 
[Equation 2] 

K^=H^^{...H^^{H^(m))...) 

[0024] As mentioned above, the head end server 300 transmits the program identifier p with an encryption 
program. Therefore, if the program identifier p is given, the set top terminal 400 must obtain the program 
key kp used for decode of a receiving agent. As mentioned above, the program key kp can be obtained by 
applying recurrently 1 or two or more Hash Functions to a master key m according to the binary value of 
the program identifier p. The program key kp must be obtained by a customer's set top terminal 400, using 
indirectly the memorized entitlement information and the program identifier p which received which is 
explained in the bottom. 

[0025] As explained on the key tree, the program key kp can be obtained by using recurrently 1 or two or 
more Hash Functions for a master key m according to the binary value of the program identifier p. The k-bit 
single master key m is used. The bit of the program identifier p can be expressed as p= (pi, pn). Here, pi 
is a leftmost digit bit and is a rightmost digit bit. The cr5^tographic key kp to the program which has the 
program identifier p can be defined as follows. 
[Equation 3] 

[0026] Hash actuation can be expressed as a perfect n level binary tree T like the key tree 200 shown in 
drawing 2 . The key tree 200 shown in drawing 2 corresponds to the example of mounting which has the 
program identifier p which consists of a triplet. As shown in drawing 2 , a master key m is arranged on the 
root 210 of a tree 200. The program key kp corresponds to a leaf node like leaf nodes 240-247. The index 
corresponding to each program key kp shown in drawing 2 like the index Oil corresponding to the program 
key kp of the DERIFU node 243 shows the pass which lets the key tree 200 from the root 210 to a leaf node 
243 pass. For example, the program key kp of 243 can be obtained by following with the left edge (HO) from 
the root 210, the right edge (HI) from a node 220, and the right edge (HI) from a node 232. That is, HI is 
further applied for HO to the 2nd hash result. The program key kpOli can be obtained. 
[0027] Therefore, the label of a node u like a node 243 is what connected the label on the edge of the pass to 



Node u from the root 210. The label of each node can be specified by the program identifier p. Since the 
subtree which makes Node u the root is expressed, T (u) is used (namely, since the set of the program 
identifier p corresponding to the leaf in the subtree of Node u is expressed). The internal node u in depth r 
in the key tree 200 has the partial program identifier p (ul, ur), and can calculate the key of which 
program in subtree T (u) to these. Any key of the program In the subtree of Node u is calculable by carrying 
out time (n-r) actuation of the Hash Fimction. Specifically, it uses so that the value of each bit of the low 
digit of (n-r) of the program identifier p may direct suitable Hash Functions HO or HI. Therefore, the 
program key kp corresponding to Node u can function as an entitlement to all the programs in the subtree 
of Node u. 

[0028] If Function H is a pseudo-random generator, mapping kp{0, 1} ->[ n] {0, 1} k of the program key 
which the master key m parameterized is a pseudo-random function. This is indicated by reference, and 

0. Goldreich et al. and "How toConstruct Random Functions" J.ACM and 33:792-807 (1986). 

[0029] System component drawing 3 is the block diagram showing the head end server's 300 AKI theque 
char. A head end shall be related with the service provider of the arbitration which transmits a television 
network, a cable employment person, a digital satellite service employment person, or the contents of 
encryption programming, the head end server 300 ~ for example, IBM - it can moimt with RS6000 server 
which Corp(s) and manufactures, and the function and actuation of this invention can be performed. The 
head end server 300 is equipped with related memory like a processor 310 and the data storage device 320. 
A processor 310 may be mounted as a single processor and may be mounted as some processors which 
operate to juxtaposition. The data storage device 320 and ROM are made to memorize 1 or two or more 
instructions, and a processor 310 enables it to perform by taking out and interpreting. 
[0030] As mentioned above, the data storage device 320 is equipped with the master key database 350 which 
memorizes a master key m. For example, a master key m can be updated like [ for every accounting period 

1. Moreover, the data storage device 320 has the program database 500 so that it may explain in relation to 
drawing 5 in the bottom. The program database 500 presents the program identifier p and the related 
package corresponding to each program, moreover, drawing 7 R> ~ the data storage device 320 has the 
entitlement information delivery process 700 and the program delivery process 800 so that it may explain in 
relation to 7 and 8. 

[0031] Generally, the entitlement information delivery process 700 generates and distributes the entitlement 
information which each customer needs to accessing the program which is a registered user. Moreover, the 
program delivery process 800 obtains the program key kp based on the program identifier p assigned to the 
program, in order to encipher a program and to transmit by the program identifier p. 
[0032] The communication link port 330 links the head end server 300 to each connected receiver like the set 
top terminal 400 which showed the head end server 300 to the network 110 at a bond and drawing 1 . 
[0033] Drawing 4 is the block diagram showing the AKI theque char of the set top terminal 400. The set top 
terminal 400 can be mounted as a set top terminal (STT) corresponding to television, and it can be changed 
so that the function and actuation of this invention may be performed. The set top terminal 400. is equipped 
with a processor 410 and memory like data storage 420, and the communication link port 430, and operates 
by the same approach as the above hardware relevant to drawing 3 . 

[0034] Data storage 420 is equipped with the entitlement database 600 memorizable into the secure part of 
data storage 420 so that it may explain in relation to drawing 6 in the bottom. The entitlerhent database 600 
contains the part of the key tree 200 required in order that a customer may get the program key kp to the 
program which has an entitlement. Moreover, data storage 420 is equipped with Hash Functions HO and HI 
(440). Moreover, data storage 420 includes the decoding process 900 so that it may explain in relation to 
drawing 9 in the bottom. Generally, using the program identifier p received in order to obtain the program 
key kp, and the memorized entitlement information 600, in order to decode a program, the program key kp 
is used for the decoding process 900, and it decodes the program whose customer has an entitlement. 



[0035] Drawing 5 shows the program database 500 which memorizes information on each program p 
transmitted by the head end server 300. This information is transmitted to for example, an accounting 
period with the program identifier p to which that program belongs and which packs and corresponds, the 
program database 500 holds two or more decodings like records 505-520. These are related with a different 
program, respectively. The program database 500 contains the program identifier p which corresponds in 
the field 535 including directions of the corresponding package with which the program belongs in the field 
530 to each program identifier identified by the program name in the field 525. 

[0036] Drawing 6 shows the entitlement database 600 containing the part of the key tree 200 required for a 
customer to get the program key kp to the program which has an entitlement. As mentioned above, T (u) 
expresses the set of the program identifier p corresponding to the leaf nodes 240-247 in the subtree which 
makes Node u the root, i.e., the subtree of Node u. For example, supposing a customer has an entitlement 
about receiving four programs corresponding to leaf nodes 240-243, entitlement information will consist of a 
middle key corresponding to a node 220. In this approach, if needed, suitable Hash Functions HO and HI 
(440) can be used in order to obtain the program key kp to each nodes 230, 232, 240-243 in the subtree of a 
node 220. 

[0037] The entitlement database 600 shown by drawing 6 is a registered user who receives four programs 
corresponding to leaf nodes 240-243 (there is an entitlement), and is a registered user who receives two 
programs corresponding to leaf nodes 246-247. Therefore, the entitlement information recorded on the 
entitlement database 600 consists of a middle key corresponding to a node 220 and a node 236. nodes 220 
and 236 ~ it is alike, respectively, and it receives, and the entitlement information recorded on the 
entitlement database 600 has the middle key values kio and kill, respectively, and has corresponding 
directions of the partial program identifier p. The approach by which the entitlement database 600 is 
generated by the entitlement information delivery process 700 based on the package of the program which 
the customer chose is explained in relation to drawing 7 in the bottom. 

[0038] A small entitlement is establishable to the set of many programs of various sizes using the tree 
method of program packaging this invention. The target set S is established using the set of the program 
packed. The minimum set of a tree node with which a subtree covers the target set S correctly is obtained as 
follows. 
[Equation 4] 

, T{S)=-Z cr fc/-£U [jnu)=S . |Z| (i^/h 

[0039] The entitlement information over Package S is the set ki of the middle key held in the node of T (S). 
As shown in a top, the set top terminal 400 decodes the program in S (accepting it) correctly with the set of 
this key. Theoretically, the tree method of this invention can build the entitlement information over the 
target set S of which arbitration, furthermore ~ however, if the program identifier p is assigned to 
arbitration, entitlement information will become so large that it is not allowed for the secure memory to 
which the set top terminal 400 was restricted. 

[0040] a process ~ as mentioned above, the head end server 300 performs the entitlement information 
delivery process 700 shown in drawing 7 , and generates and distributes the entitlement database 600 
required for each user in order to access the program which is a registered user. As mentioned above, the 
entitlement database 600 consists of corresponding directions and the corresponding middle key value ki of 
a partial program identifier to each node of the key tree 200 required for a customer to get the program key 
kp to the program which is a registered user. 

[0041] Therefore, the entitlement information delivery process 700 identifies first the program which the 
customer chose (710). After that, the entitiement information delivery process 700 finds minimum set [ of a 
tree node ] T (S). The subtree covers the target set S correctly. The target set S is disassembled to the 



maximum De Dis joint interval of the KONSEKYUTIBU program identifier p (720). Two program identifiers 
p are considered to be KONSEKYUTIBU when the integer over the binary expression is KONSEKYUTIBU. 
[0042] And covering T (S) is found to each interval (730). The corresponding partial program identifier p 
held in the node of covering T (S) to Set ki and each interval of a middle key is generated (740). At the end, 
the generated entitlement information downloads to the set top terminal 400 with the head end server 300 
(750), and program control is completed (760). 

[0043] The number of the intervals in the target set S can be set to I (S). In order to calculate covering T (S) to 
the single interval of the program identifier p to the order of the tree node of n, the key tree 200 of depth n 
must be asked. Therefore, the time amount complexity of the entitlement information delivery process 700 
serves as order of I(S) -n. Similarly, the magnitude of minimum covering T (S) serves as order of I(S) -n. The 
program identifier p which enables the program of related contents to carry out packaging of them 
efficiently should be assigned. In an example, a fundamental package is the gestalt of all the program 
identifiers p that have the bit prefix mu. 

[0044] The entitlement of such a single topic package is a single key in the key tree 200. Moreover, a 
multi-topic package can be assembled without a side effect. Entitlement information is only the set of a key 
to each TOPICS which consists of a multi-TOPICS package. According to this invention, the package 
specified by Prefix mu does not force to the set top terminal 400 so that a program may be decoded using 
zero prefix of the same die length. 

[0045] As mentioned above, the head end server 300 performs the program delivery process 800 shown in 
drawing 8 , and in order to decode a program and to transmit using the program identifier p, he gets the 
program key kp based on the program identifier p assigned to the program and the master key m. The 
program delivery process 800 is irr\portant for performing in off-line thru/or the real time except an actual 
transmitting step. As shown in drawing 8 , the program delivery process 800 starts the process using the 
principle of this invention by identifying the program which should be transmitted (810). 
[0046] After that, the program delivery process 800 takes out the program identifier p corresponding to the 
program from the program database 500 (820), and calculates the program key kp corresponding to the 
program (830). And a program is enciphered using the program key kp calculated at the front step (840). 
Finally, the program delivery process 800 transmits the program enciphered with the program identifier p 
(850), and program control ends it (860). 

[0047] It is important to suppose that it is possible to obtain the program key kp required for the program 
identifier p to be interleaved periodically, able to transmit it through transmission of program information, 
and for a customer change a channel at the time of a program, and decode a program. In another example, 
the program identifier p can be continuously transmitted on another control channel like a Barker channel. 
[0048] As mentioned above, the set top terminal 400 performs the decoding process 900 shown in drawing 9 
, using the entitlement information 600 and the received program identifier p memorized in order to obtain 
the program key kp, in order to decode the program, the program key kp is used and a customer decodes 
the program by which the entitlement is carried out. As shown in drawing 9 , the decoding process 900 
starts the process which used the principle of this invention on the occasion of the reception of the customer 
directions made to tune up to a specific channel (910). 

[0049] After that, the set top terminal 400 receives the suitable signal containing the enciphered program 
identifier p which was programmed and transmitted (920). The decoding process 900 takes out the 
entitlement information memorized from the entitlement database 600 (930). It judges whether the 
transmitted program is included (940). When the entry which has the partial-program identifier p which 
agrees in the leftmost digit bit of the receiving-agent identifier p at step 940 is judged not to exist in the 
entitlement database 600, a customer does not have an entitlement to the selected program and program 
control is ended (980). 

[0050] However, if an entry exists in the entitlement database 600 which has the partial-program identifier p 



corresponding to the leftmost digit bit of the received program identifier p, a customer has an entitlement to 
the selected program. Therefore, the program key kp is calculated using the middle key ki taken out from 
the entry of the entitlement database 600 (960). Specifically, the program key kp is calculated by operating 
suitable Hash Functions HO or HI so that each value of the bit of the low (n-r) order of the program 
identifier p may direct as follows. 
[Equations] 

[0051] Finally, the program is decoded using the obtained program key kp (970), and ends program control 
(980). When the received program is not a part of a customer's entitlement here, it is important that there is 
no entitlement information which has the partial identifier p corresponding to the low bit of the program 
identifier p which received with the transmitting program in the entitlement database 600. 
[0052] The decoding process 900 obtains a decode key, or moreover, as mentioned above Before a customer 
judges whether there is any entitlement to a demand channel In order that it can wait for a customer to 
demand a specific charmel and the decoding process 900 may obtain the transmitting program identifier p 
instead, all charmels are scanned periodically. It is important that the decode key to the storage in data 
storage 420 can be obtained, and a customer's entitlement can be judged beforehand again. 
[0053] a suitable Hash Function ~ as mentioned above, if Hash Function H is a pseudo-random bit 
generation machine, it can prove that mapping of p->kp is a pseudo-random function. Therefore, a code key 
cannot be predicted if actual Hash Function H is strong in cryptography. Therefore, if a piracy person has 
access only to encryption program broadcasting, it will not be able to break through a code in the 
knowledge about the key generated using the tree method of this invention. Therefore, only one concerns 
only become ensuring that video encryption algorithm can oppose to a well-known plain text attack. 
[0054] Hash Function H should hold two properties. Calculating Input x has that it must be difficult noting 
that the one half HO of an image (x) or HI (x) is given to the 1st to Hash Function H. Though this knows the 
image of both these one half, it is actually materialized also to the cryptography-hash [ which ] H with it 
difficult [ to carry out an inverted arch ]. Moreover, though HI (x) was known, it must be difficult to 
calculate HO (x), and the reverse of a thing is also the same. Even if it is difficult fundamentally to carry out 
the inverted arch of the function H, when the key of one one half is known, it becomes easier to complete 
the key of the remaining one half. If that is right, the piracy person who knows Program kp to Node u can 
calculate the key to the SHIBURINGU (sibling: sibling) node v, and can calculate the key to all the programs 
in the subtree of Node v. 

[0055] As one advantage of the tree method according to this invention, merge of an entitlement carried out 
in piracy may be made in inefficient. Pair pi, p2, and those ********** of a SHIBURINGU program are 
considered. A piracy person assumes that the program key kp corresponding to the programs pi and p2 of 
both which are two one half of H (kp (u)) is known. A piracy person still cannot do the inverted arch of the 
H, and cannot calculate kp (u). It is because H is a cryptography-Hash Function. Therefore, the entitlement 
carried out in the merged piracy must contain both kp (pi) and kp (p2) instead of compact kp (u). therefore, 
it is not a strategy good for a piracy person to divide to two or more set top terminals 400 which use a 
CHIPU (it is ~ although ~ it differs) entitlement. It is because a union ****** entitlement becomes very large. 
[0056] As mentioned above, the suitable pseudo-random Hash Function is indicated by reference, and 
O.Goldreich et al. and "How to Construct Random Functions" J.ACM and 33:792-807 (1986). 
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[Procedure revision] 

[Filing Date] August 13, Heisei 14 (2002. 8.13) 

[Procedure amendment 1] 

[Document to be Amended] Specification 

iltem(s) to be Amended] Claim 

[Method of Amendment] Modification 

[Proposed Amendment] 

[Claim(s)] 

[Claim 1] It is the approach of transmitting the program which can carry out access restriction to an end 
user, 

(A) The step which assigns the program identifier which has a binary value to said program, 

(B) The step which defines at least one master key. 



(C) The step which enciphers said program by using the program key obtained by applying at least one 
Hash Function to said master key based on the binary value of said program identifier, 
: (D) The approach characterized by having the step which sends said enciphered program to said end user 
with said program identifier. 

[Claim 2] Said program identifier is an approach according to claim 1 characterized by applying one of said 
the Hash Functions to each location of n bits of said program identifier according to the bit value to which it 
becomes from n bits and said program identifier corresponds. 

[Claim 3] (E) The approach according to claim 1 characterized by having further the step which provides 
rsaid end user with entitlement information based on the set of the. program acquired by said end user. 

[Claim 4] The approach according to claim 3 characterized by including some key trees based on the set of 
, the program acquired by said end user in said entitlement information. 

F [Claim 5] Said end user is an approach according to claim 3 characterized by using said program identifier 
; in order to obtain said program key from said memorized entitlement information. 

[Claim 6] Said program identifier is an approach according to claim 1 characterized by interleaving with 

transmission of said encryption program. 

, [Claim 7] Said program identifier is an approach according to claim 1 chariacterized by being transmitted on 
1 a control channel. 

' [Claim 8] It is the approach of transmitting a program to two or more end users, 

p (A) The step enciphered using the program key obtained by applying a Hash Function to the master key 
I based on the binary value of each bit position of said program identifier for the program which has a 
i program identifier recurrently, 

f (B) The approach characterized by having the step which transmits the enciphered program and said 
iprogram identifier to said end user. 

I^I^Claim 9] It is the approach of transmitting the program corresponding to at least one program package to 
itwo or more end users, 

r(A) The step which provides said end user with entitlement information based on the set of the program 
I'acquired by said end user, 

|(B) The step enciphered using the program key obtained by applying a Hash Function to the master key 
t'^ased on the binary value of each bit position of said program identifier for the program which has a 
i program identifier recurrently, 

1 (C) It has further the step which transmits said program identifier to said end user with the enciphered 
; program, 

• It is the approach characterized by obtaining said program key from the entitlement information said end 
user was remembered to be when said end user was a just user of said program. 
[Claim 10] It is the approach of decoding the enciphered program, 

(A) The step which receives the entitlement information which contains at least one middle key from a key 
tree based on the set of the program which said customer acquired from the provider of said program, 

(B) The encryption program enciphered by the program key, and the step which receives a program 
identifier, 

(C) The step which obtains said program key from the part said program identifier and said key tree were 
remembered to be, 

(D) The approach characterized by having the step which decodes said encryption program using said 
program key. 

[Claim 11] Said program identifier consists of n bits. 

It is the approach according to claim 10 which said master key is arranged on the root of said key tree, and is 
characterized by generating said key tree when said key tree applies a Hash Function to each node until the 
tree level of n is made. 



[Claim 12] It is the approach of decoding the enciphered program, 

(A) The step which receives the entitlement information which contains at least one middle key from the key 
tree based on the set of the program which a customer acquires from the provider of said program, 

(B) The encryption program enciphered by the program key, and the step which receives a program 
identifier, 

(C) The step which obtains said program key from the part the key tree was remembered to be from said 
program identifier and said middle key by applying a Hash Function to said middle key recurrently based 

\ On the binary value of said program identifier, 

; (D) The approach characterized by having the step which decodes said encryption program using said 
program key. 
i [Claim 13] Said program identifier consists of n bits, 

I It is the approach according to claim 12 which said middle key corresponds to the intermediate node in the 
^level r of said key tree, and is characterized by carrying out n-r time application of said Hash Function at 
i said middle key. 

[Claim 14] It is the system which transmits the program which restricts access to an end user, 
; (A) Memory which memorizes a master key and a computer readoxit possible code, 
|:; (B) It has the processor corrected with said memory in actuation, and this processor, . 
I (a) Assign the program, identifier which 
f (b) Define at least one master key, 

j (c) Encipher said program using a program key by applying at least one Hash Function to said master key 
based on the binary value of said prograiri identic 

^ (d) The system characterized by constituting so thatan encryption program may be transmitted to said end 

i user with said program identifier. 
[Claim 15] It is the system which transmits the program to which access to an end user was restricted, 
(A) Memory which memorizes a master key and the code which can be computer read, 

; (B) It has the processor connected with said rnemory on actuation. 
Said processor, 

(a) Encipher this program that has a program identifier using the program key obtained by applying a Hash 
i Function to a master key recurrently based on the binary value, of each bit position of said program 
: identifier, 

t (b) The system characterized by constituting so that this program eiiciphered by said end user and said 
program identifier may be transmitted. 

[Claim 16] It is the system which decodes the enciphered program, 

(A) Memory which memorizes a master key and the code which can be computer read, 

(B) It has the processor connected with said memory on actuation, and is said processor, 

(a) Receive the entitlement information containing the part of the key tree based on the set of the program 
acquired by said customer from the provider of this program, 

(b) Receive the encryption program enciphered by the program key and a program identifier, 

(c) Obtain said program key from said part said program identifier and said key tree were remembered to 

be, 

(d) The system characterized by constituting so that said encryption program may be decoded using said 
program key. 

[Claim 17] It is the medium by which the code means which can be computer read was mounted and which 
can be computer read, and this means that can be computer read is at the time of operation, 

(a) Assign the program identifier which has a binary value to a program, 

(b) Define at least one master key, 

(c) Encipher this program using the program key obtained by applying at least one Hash Function to said 



master key based on the binary value of said program identifier, 

(d) The medium which is characterized by transmitting this program enciphered with said program 
identifier to an end user and which can be computer read. 

[Claim 18] It is the medium by which the code means which can be computer read was mounted and which 
can be computer read, and this means that can be computer read is at the time of operation, 

(a) Receive the entitlement information containing the part of the key tree based on the set of the program 
[ acquired by said customer from the provider of this program, 

(b) Receive the encryption program enciphered by the program key and a program identifier, 

(c) Obtain said program key from said part said program identifier and said key tree were remembered to . 
be, 

(d) The medium which is characterized by decoding said encryption program using said program key and 
. which can be computer read. 
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